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PRODUCT RANGE                       Suitable for digital*:

• FM1080 - “Allrounder” omnidirectional  • FM1085 - 5-element directional

• FM1081 - “Radio Rod” omnidirectional  • DAB2301 - “DAB Rod” omnidirectional

• FM1083 - 3-element directional   • DAB2304 - 3-element directional

TECHNICAL SPECIFICATION 

   FM1080  FM1081  FM1083  FM1085

   (Omni)  (Omni)  (Directional)  (Directional)

Forward Gain   0dBi  2.2dBi  7.2dBi  9.1dBi

Front/Back Ratio  0dB  0dBi  15dBi  16dBi 

Acceptance Angle deg ±  180°  180°  32°  28° 

Windage N (at 130km/h)  14N  22N  67N  128N 

Length   510mm  Vertical  860mm  2052mm 

   *DAB2301  *DAB2304  

Forward Gain   2.2dBi  6.2dBi  

Front/Back Ratio  0dB  19dBi   

Acceptance Angle deg ±  180°  32° 

Windage N (at 130km/h)  20N  48N  

Length   -  V845mm 

FM & DAB Radio
• Range includes omni-directional or high gain directional
• Unique Trumatch dipole on directional aerials
• Fold down into compact pack
• Easy assembly
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