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We’re pleased to issue our new product guide featuring 
the latest releases from the Triax Group.
 
The Triax Group is among the world leaders within 2 
major business areas:

Triax Multimedia
Reception, distribution and storage of video, audio 
and data
 
Triax Cabinets
Protection of network equipment
 
We service our customers worldwide through 10 Triax 
companies with 750 employees across the globe, 
together with a growing network of distributors.
 
Triax was founded in Denmark in 1949 and has kept 
growing ever since with manufacturing facilities in 
Europe and China, and is privately owned by Nielsen 
& Nielsen Holding.
 
It is our vision to be the No.1 preferred provider of 
equipment within our 2 business areas, and our 
mission is to continue to develop, manufacture and 
market quality solutions that you, our customers, will 
need to meet new technologies being introduced.
 
Triax have been working with quality assurance 
since 1993 and today are certified according to ISO 
9001:2000. We are also an environmentally conscious 
and responsible manufacturer and work in conjunction 
with our partners to maintain high standards of quality, 
environmental and ethical responsibilities.
 
On behalf of myself and the Triax team we would like to 
thank you for your continued support, and I hope you 
find the new product guide to be of benefit to yourself 
and your business.
 
Kind regards
 
Glenn Vaughan
Sales & Marketing Manager

Introduction
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Part No.	 108810
Group	 W
Elements	 32
Gain		  13.5 dBi
Front/Back	 >26dB 
Beamwidth	 ±20°
Windload (N) 	 55
Weight (Kg) 	 1.70
Size (mm)	 884x496
F Connector	 Yes		

			   Beam 32		  Beam 52

108811
W
52
15.5 dBi
>28dB 
±13°
78
2.20
1475x496
Yes
 

Aerials

BeamTM

Standard 3 Standard 2
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Part No.		  108970
Group		  W
Elements		  41
Gain			  15.5 dBi
Front/Back		  >27dB 
Beamwidth		  ±15°
Windload (N) 		 150
Weight (Kg) 		  1.60
Size (mm)		  1050x540 
F Connector		  Yes

Digi 343

Aerials

Standard 2
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Aerials

Unix 32 W

Part No.		  108794
Group		  W
Elements		  32
Gain			  12.5 dBi
Front/Back		  >24dB 
Beamwidth		  ±20°
Windload (N) 		 58
Weight (Kg) 		  1.45
Size (mm)		  791x500
Scantainer		  75 x Individually bagged aerials

			   Part No: 108798 

Standard 3
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Aerials

Unix 44 W

Part No.		  108795
Group		  W
Elements		  44
Gain			  13.5 dBi
Front/Back		  >20dB 
Beamwidth		  ±18°
Windload (N) 		 96
Weight (Kg) 		  1.05
Size (mm)		  1100x500
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Aerials

Unix 52

Part No.	 108788
Group	 A
Elements	 52
Gain		  14.5 dBi
Front/Back	 >25dB 
Beamwidth	 ±15°
Windload (N) 	 96
Weight (Kg) 	 1.72
Size (mm)	 1512x500

Scantainer	 Individually bagged aerials
			   50 x Unix 52A: 108757
			   50 x Unix 52W: 108799 

			   Unix 52A		  Unix 52W

Standard 2Standard 1

108790
W
52
14.5 dBi
>27dB 
±15°
96
1.63
1297x500 
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Aerials

Supergain 14

Part No.	 108342
Group	 A
Elements	 14
Gain		  13.5 dBi
Front/Back	 >25dB 
Beamwidth	 ±21°
Windload (N) 	 58
Weight (Kg) 	 0.98
Size (mm)	 1182x420

Scantainer	 Individually bagged aerials
			   50 x SG 14A: 108396
			   75 x SG 14W: 108390 

			   SG 14A		  SG 14W

Standard 3Standard 2

108343
W
14
13.5 dBi
>25dB 
±21°
54
0.75
975x420 
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Aerials

Supergain 18

.

Part No.	 108362
Group	 A
Elements	 18
Gain		  14.5 dBi
Front/Back	 >25dB 
Beamwidth	 ±18°
Windload (N) 	 65
Weight (Kg) 	 1.62
Size (mm)	 1836x420

Scantainer	 Individually bagged aerials
			   50 x SG 18A: 108393
			   75 x SG 18W: 108399

			   SG 18A		  SG 18W

Standard 3Standard 2

108363
W
18
14.5 dBi
>25dB 
±18°
59
1.37
1446x420 
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Aerials

Supergain 18

.

Part No.	 108364
Group	 B
Elements	 18
Gain		  14.5 dBi
Front/Back	 >25dB 
Beamwidth	 ±18°
Windload (N) 	 65
Weight (Kg) 	 1.55
Size (mm)	 1732x420

Scantainer	 Individually bagged aerials
			   50 x SG 18C/D: 108398

			   SG 18B		  SG 18C/D

108365
C/D
18
14.5 dBi
>25dB 
±18°
65
1.49
1635x420 
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Aerials

Yagi 10 W

Part No.		  108313
Group		  W
Elements		  10
Gain			  12.5 dBi
Front/Back		  >21dB 
Beamwidth		  ±23°
Windload (N) 		 22
Weight (Kg) 		  0.65
Size (mm)		  975x350

Scantainer	 75 x Individually bagged aerials

			   Part No: 108391
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Aerials

BB Grid

Part No.		  108012
Group		  W
Elements		  16
Gain			  12 dBi
Front/Back		  >28dB 
Beamwidth		  ±34° H
			   ±20° V
Windload (N) 		 72
Weight (Kg) 		  2.2
Size (mm)		  840x480

Part No.	 108679
Elements	 32
Gain		  8 dBi VHF
		  9 dBi UHF
Front/Back	 >25dB 

Beamwidth	 ±25° H
			   ±20° V 
Channels	 5-12/21-69
Windload (N) 	 39
Weight (Kg) 	 0.70
Size (mm)          1230x850

Log-Periodic VHF/UHF
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Aerials

Log-Periodic TL28F

Part No.	 108163
Channel	 21-69
Frequency	 470-862 MHz
Elements	 28
Gain		  8 dBd
Front/Back	 22-35dB 

Part No.	 108164
Channel	 21-69
Frequency	 470-862 MHz
Elements	 40
Gain		  10 dBd
Front/Back	 >30dB 

Log-Periodic TL40F

Beamwidth	 H35°/45°
			   V30°/40°
Windload (N) 	 35
Weight (Kg) 	 0.56
Size (mm)         1035
F-Connector     Yes

Beamwidth	 H35°/45°
			   V30°/40°
Windload (N) 	 45
Size (mm)         1285 x 330
F-Connector     Yes
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Channels	 5-12
Windload (N) 	34
Weight (Kg) 	 0.7
Size (mm)	 852x800

Aerials

VHF Band III Aerials

4 Element

Channels	 5-12
Windload (N) 	48
Weight (Kg) 	 0.9
Size (mm)	 1410x800

6 Element

Part No.	 104663
Elements	 4
Gain		 5 dBi
Front/Back	 >14dB 
Beamwidth	 ±34°

Part No.	 104665
Elements	 6
Gain		 7.5 dBi
Front/Back	 >16dB 
Beamwidth	 ±26°
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Aerials

DAB Omni

DAB 5 Element

Band	 217-240MHz
Windload (N) 	19.7
Weight (Kg) 	 0.45
Size (mm)	 400x625

Part No.	 100170
Elements	 1
Gain		 2.2 dBi
Beamwidth	 ±180°

Band	 217-240MHz
Windload (N) 	43
Weight (Kg) 	 0.75
Size (mm)	 1095x705

Part No.	 100171
Elements	 5
Gain		 8.0 dBi
Front/Back	 >12dB 
Beamwidth	 ±33-43°
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Aerials

FM Omni

Band	 87-108MHz
Windload (N) 	16
Balun	 75ohm

FM 2 Element

Band	 87-108MHz
Return Loss	 >15dB
Windload (N) 	40
Balun	 75ohm

Part No.	 100190
Gain		 0 dBi
Return Loss	 >10dB 
Beamwidth	 ±180°

Part No.	 100161
Gain		 4 dBi
Front/Back	 >10dB
Beamwidth	 ±37°
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Aerials

FM 3 Element

Band	 87-108MHz
Return Loss	 >15dB 
Windload (N) 	56
Balun	 75ohm

FM 4 Element

Band	 87-108MHz
Return Loss	 >15dB 
Windload (N) 	64
Balun	 75ohm

Part No.	 100062
Gain		 6 dBi
Front/Back	 >16dB
Beamwidth	 ±35°

Part No.	 100063
Gain		 7 dBi
Front/Back	 >18dB
Beamwidth	 ±32°
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Aerials

FM 5 Element

Band	 87-108MHz
Return Loss	 >15dB 
Windload (N) 	80
Balun	 75ohm

Part No.	 100064
Gain		 8.0 dBi
Front/Back	 >20dB
Beamwidth	 ±27°



18

Masthead Amplifiers

TFM Range

•	 Masthead Amplifiers with gold
	 F connectors
›	 Greater electrical connectivity
›	 Improves shielding
›	 Corrosion resistant

•	 Flip and lock mechanism for easy 		
	 installation
•	 Neoprene soft cable grip
•	 Weatherproof housing
•	 Fully screened enclosure
•	 Flexible 12-24 volt powering
•	 Supplied with F Connector tool
•	 Built in TETRA Filter

Part No. 370660 370661 370662 370663 370664

Product TFM 15W TFMV 25W
TFMV 25W 

VHF
TFMV 34W

TFM 32W 
VHF

Input Range (Group) UHF UHF
UHF 
VHF

UHF
UHF
VHF

Input Range (MHz) 470-862 470-862
470-862
47-230

470-862
470-862
47-230

Typical Gain (dB) 15 25 25 / -1 34 32 / -1

Gain Control - 10-25 10-25 26-34 -

Max. Output (dBuV)* 105 105 105 105 105

Noise (dB) 1.8 1.8 1.8 1.8 1.8

Current Requirements(mA) 16 40 50 50 55

No. Inputs 1 1 2 1 2

No. Outputs 1 1 1 1 1

Part No. 370665 370666 370667 370668 370669

Product TFMV 
425-VHF

TFMV 22W-
DAB-FM

TFM 25A TFM 25B TFM 25C

Input Range (Group) UHF
VHF

UHF
DAB
FM

A B C

Input Range (MHz) 470-862
47-230

470-862
174-230
87.5-108

470-605
591-733 687-862

Typical Gain (dB) 25
0

22
12
12

25 25 25

Gain Control 15-25
12-22
2-12
2-12

- - -

Max. Output (dBuV)* 97 105 105 105 105

Noise (dB) 2.5/4 2.5/3/3 1.8 1.8 1.8

Current Requirements(mA) 53 40 40 40 40

No. Inputs 2 3 1 1 1

No. Outputs 4 1 1 1 1

* DIN45004B 3 Carries, IMD3-60dB RoHS Compliant
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Masthead Amplifiers

TFM Range

•	 F Connector and IEC versions 	
•	 Fully Screened
•	 Short circuit and thermal
	 fuse protected
•	 Power on LED

370106

IEC 100/1

IEC

1

1

<1dB

230 ±10%
3VA

12

100

Yes

-

Yes

Part No.

Product

Connectors

Inputs

Outputs

Insertion Loss

Voltage AC

Voltage (Volts DC)

Max. Current (mA)

Screened

IEC 60168-24(f) Gold

IEC 60168-2(f)

370105

F100/1

F

1

1

<1dB

230 ±10%
3VA

12

100

Yes

Yes

-

Power Supplies
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Masthead Combiners

TFC Range

Part No. 370682 370683 370687 370680 370681 370688

Product TFC VHF/
UHF

TFC FM/
DAB/UHF

TFC FM/
DAB/UHF/

SAT

TFC 2W 
Split

TFC 3W
Split

TFC 4W
Split

Input Range 
(Group)

UHF
VHF

UHF
DAB
FM

SAT
UHF
DAB
FM

VHF/UHF VHF/UHF VHF/UHF

Input Range (MHz) 470-862
47-230

470-862
174-230
87.5-108

950-2150
470-862
174-230
87.5-108

47-862 47-862 47-862

Through Loss 
(dB)

<2 UHF
<1 VHF

<2 UHF
<1.5 DAB

<1 FM

<3.5 SAT 
<2 UHF

<1.5 DAB
<1 FM

3.6 <7 <8

Rejection (dB) >25 >23 >23 - - -

Isolation (dB) - - - >20 >20 >20

Through Power
Switchable

on
Both Inputs

UHF
SAT /

Switchable
UHF

ALL ALL ALL

Inputs 2 3 4 1 1 1

Outputs 1 1 1 2 3 4

DC Power Pass 12/500mA 12/500mA 12/500mA 12/500mA 12/500mA 12/500mA

•	 Masthead Combiners 		
	 with gold F connectors
›	 Greater electrical connectivity
›	 Improves shielding
›	 Corrosion resistant

•	 Flip and lock mechanism 		
	 for easy installation
•	 Neoprene soft cable grip
•	 Weatherproof housing
•	 Fully screened enclosure
•	 Field proven mast securing 	
	 methods
•	 Supplied with F-Connector tool
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Masthead Combiners

TFC Group Range

•	 TFC Group Combiners 		
	 also feature:

›	 High out of band rejection
›	 Excellent isolation
›	 Switchable through power

Part No. 304060

Product UHF Band Pass Filter (TETRA)

 Frequency Range (MHz) 470-862

Through Loss (dB) <=2.5

Rejection (dB)* 
<450MHz / >900MHz >10/>14

Masthead Filter

Part No. 370684 370685 370686

Product
TFC3739

STP Group
Comb.

TFC3537
STP Group

Comb.

TFC5052
STP Group

Comb.

Input Range (Channel) 2-37
39-69

2-35
37-69

2-50
52-69

Input Range (Group) A
E

A
E

AB
CD

Input Range (MHz) 47-606
614-862

47-590
598-862

47-710
718-862

Through Loss (dB) <1
<1

<1
<1

<1
<1

Rejection (dB) >20
>20

>20
>20

>20
>20

Through Power Switchable
Switchable

Switchable
Switchable

Switchable
Switchable
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Splitters / Combiners

Indoor Splitters

•	 Metal housing
•	 I.E.C. connectors

Indoor Combiners

Part No. 338365 338366

Product 102FF/M 102MM/F

Input Range (Group) VHF+UHF/VHF+UHF VHF+UHF/VHF+UHF

Through Loss (dB) 3.5/3.5 3.5/3.5

Output Connectors IEC Female IEC Male

Part No. 340110

•	 VHF-UHF/Sat Combiner
•	 Indoor die-cast housing 	
	 with F Connectors



23

Domestic Distribution

Domestic Distribution Unit DDU

•	 Domestic distribution for the home environment
•	 DDU distributes UHF, FM,DAB, Sky/Sky+ and CCTV
	 to the main TV
•	 Controls and distributes main Sky/Sky+ receiver to 	
	 six additional locations, plus two outputs for
	 additional Sky receivers
•	 Specific DDU outlet available (code 304115)
•	 Conforms to Sky Homes specification
•	 DDU Part No. 333112

•	 DDU Outlet Part No. 304115
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Domestic Distribution

Domestic Distribution Unit DDU
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With the introduction of Digital TV normal analogue services 
around the home have been lost.

•	 Removes the need to 	
	 purchase individual STB’s
	 for each additional TV or 	
	 upgrading to flat panel 	
	 TV’s

•	 Tri– Link can control upto 3
	 independent pieces of 	
	 equipment including SKY

•	 Can also be used to control 	
	 STB’s from cable providers 	
	 that include scart outputs

•	 Watch and control
	 recorded programmes from 	
	 your PVR around the home 

•	 Optional DVD configuration

•	 Powers up Digital Link
	 Amplifier and Link eyes

•	 Controls SKY, SKY+ in the 	 	
	 conventional way via RF2

•	 Fully agile modulator

•	 SCART loop through

•	 RF gain control ±10dB

•	 Compact and stylish

•	 Part No. 370407

The Tri-Link Kit Includes:
Modulator, power supply, compact 
eye and IR Transmitters.

The Triax Tri-Link kit solves the issue of distributing Freesat, 
Freeview and SKY around the home, with the ability to view and 
control all STB’s on existing analogue sets.

Domestic Distribution

Tri-Link Kit

SCART
loop through

Gain Control

From RF1

RF2 from SKY Receiver
Control SKY box in the
conventional way

Digital Link Amp
powered via modulator

Select UHF
Output Channel

3.5mm IR Transmitters
fixed to front of 2 STB’s
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Domestic Distribution

Digital Link

The Triax Digital Link will 
allow control of your SKY 
Digital satellite receiver 
whilst viewing in other 
rooms around the home.

The Triax Digital Link is 
compatible with UK digital 
satellite receivers with an 
output marked RF-OUT 2 
that provides a second TV 
output together with a
9 volt DC supply.

Part Number 370229

Input Signal 
frequency

37.9 kHz Carrier
(Infra Red system)

Output Signal 
Frequency

On-Off Keyed
7MHz Carrier

Line Power 
Requirement 9V DC @ 10mA

Infra Red Sensor 
Lead 0.9m

Output Connector IEC Male

Input Connector IEC Female

Operating Tem-
perature 0 to +40°C

Fly Lead on Output No

Triax Digital Link 
Inserter

ROOM 2
Triax Digital Link 
Sensor

Receiver

RF Out-2

ROOM 1

•	 Compact design ideal for 	
	 LCD and plasma TV’s
•	 Competitive pricing
•	 Adhesive base for flexible 	
	 installation
•	 Easy to install
•	 Individually bagged
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Domestic Distribution

Link Amplifiers

•	 Amplifiers for use with
	 Sky Digital satellite
	 receivers and Triax
	 Digital Link
•	 2 and 4 output versions
•	 F Connector
•	 Mains powering option
•	 Easy to install
•	 Power on LED

Part No. 370402 370403

Product 2 Way F Connector 4 Way F Connector

No. Inputs 1 1

No. Outputs 2 4

Frequency Range (MHz) 88 to 862 88 to 862

Typical Forward Gain (dB) 8 7

Reverse Path Frequency
Range (MHz) 5 to 30 5 to 30

Typical Reverse Path Gain (dB) 7 6

Max. Output (dBuV) 94 89

Noise (dB) <5 <5

Connectors
(Female on all Ports) F F

IR Control Capability Triax Digital Link System Triax Digital Link System

Power for Remote IR Receivers
(via Outputs)

9V DC at 15mA
per Outlet

9V DC at 15mA
per Outlet

Short Curcuit Protection
on Outputs Yes Yes

Power On LED Indicator Yes Yes

Supply (via Input) 9V at 75mA Max 9V at 75mA Max

Mains Power Adapter Input Yes (3.5mm Jack) Yes (3.5mm Jack)

Screened Yes Yes

Operating Temperature Range -10°C to +55°C -10°C to +55°C

Triax Style Plastic Housing
(with clip on base) Yes Yes
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TMB 10

•	 Part No. 324578
•	 New compact housing
•	 Programmable multiband amplifier
•	 10 highly selective UHF cluster filters
•	 Each cluster filter has an adjustable band width
	 1-7 channels (56MHz)
•	 Automatic or manual signal levelling
•	 Easy programming with SD flashcard memory

Programmable
Multiband Amplifier

Part No. 324578

Inputs BI-FM BIII-DAB AUX UHF 1 UHF 2 UHF 3

Bandwidth (MHz) 47-108 174-260 47-862 470-862

UHF Filter Combination - - -

3
1
-
3
1
-

5
7
8
-
-
-

2
2
2
7
9
10

Gain (dB) 45 ±2 45 ±2 40 ±4 45 ±3

Attenuator (dB) 20

Global output level
attenuator (dB) - - - 20

Max. output level (dBµV) 122 / -60dBc 124 / -60dBc

Selectivity - - - 16dB / 16MHz

Supply to pre-amplifiers - - - 12/24V/50mA

Test output (dB) -20 ±2

Power supply 230 VAC / 35 VA
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Multiband Amplifiers

Amethyst

•	 Digital compatible split 		
	 band amplifier
•	 F Connectors
•	 Interstage gain control
•	 High Output
•	 FM, DAB and UHF inputs

•	 Multi input
•	 High output level
•	 Gain control for each
	 input
•	 High quality die-cast
	 housings for low
	 temperature operation 		
	 and extra reliability
•	 Low power consumption
•	 Low noise FET input

Part No. 371000

Description Amethyst

Input 1 UHF (MHz) 47-862

Input 2 VHF BIII (MHz) 174-230

Input 3 (MHz) 87.5-108

Input 4 (MHz) -

Gain Input 1 (dB) 43

Output (dBµV) 118

Gain Control Interstage

Dimension (WxHxD mm) 280x125x68

Part No. 339135
Description IFM 135
Input 1 UHF (MHz) 470-862
Input 2 VHF BIII (MHz) 174-230
Input 3 (MHz) 470-862
Input 4 (MHz) 47-68,87.5-108
Gain Input 1 (dB) 35
Output (dBµV) 121
Dimension (WxHxD mm) 150x80x50

IFM Amplifiers

•	 Auto line power on 	
	 UHF input
•	 Test point on output
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GHV / GPV Series

•	 Reliable, flexible & cost efficient for various installations
•	 Wide range of single input/output distribution amplifiers
•	 Return path options
•	 Mains or line powered
•	 Variable attenuation and slope
•	 High output up to 123 dBuV
•	 High quality die-cast housings

Distribution Amplifiers

Part No. Model

Forward 
Path
Frequency 
MHz

Gain 
dB

Output 
dBuV

Return 
Path

Input 
Attenu-
ation

Interstage 
Attenuation

Dimension
W x H X D

323022 GHV 20E 40-862 21 113 Modules 0-20 150x80x50

323025 GHV 30E 40-862 29 113 Modules 0-20 150x80x50

323031 GHV 24 E 40-862 16 103 Modules 0-20 4 out 150x80x50

323068 GPV 845 40-862 36 123 No 0-20 0/6 190x110x80

323074 GPV 845 CL 40-862 36 123
On 
board

0-16 0/6 line power 190x110x80

324604 HFA 604 47-862 40 118 Module 0-20 0-18 145x170x70

324682 MD 3047T 47-862 - 5-30
Return 
Path

-20 Test 
Point

Description Line Power 
Supply

Part No. 416014

Power Supply Input V/AC 230 ±10%

Power Supply Output V/AC 48

Max. Current A 1.25

Dimensions (HxD mm) 60x100

Description Power Inserter 
with F Conn

Part No. 347001

Frequency Range (MHz) 5 - 2400

Through Loss 5-862 MHz ≥ 0.5dB

Through Loss
1000-2150 MHz ≥ 1.5dB

Max. Current A 2.5

Power V/AC 65
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Multiswitches

TMP Multiswitches

•	 Mains powered
•	 Single satellite position with 5 inputs
•	 Two satellite positions with 9 inputs and DiSEqC
	 2.0 control
•	 Available with 8, 12, 16,	 24 and 32 outputs
•	 Level controls on each input
•	 Switched, output attenuators on 24 and 32 output 		
	 units (0-6-12 dB) LMS
•	 Switched mode power supply for optimum performance
•	 Colour coded inputs
•	 Supplied with input and output earth bond bars

This series is your preferred choice when you want to:

•	 Supply many users with consistent output levels
•	 Use the same switch, no matter how close or far away 	
	 you are from the headend
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Multiswitches

TMP 5 Series

Part No. 305370 305372 305374 305376 305378

Model TMP 5x8 TMP 5x12 TMP 5x16 TMP 5x24 TMP 5x32

Frequency Range
• TERR (MHz)
• SAT (MHz)

47-862
950-2150

No. Inputs 5

No. Outputs 8 12 16 24 32

Insertion Loss
• TERR (dB)
• SAT (dB)

0
0

Input Level Control
• TERR (dB)
• SAT (dB)

15
10

Slope Control TERR (dB) 10

Output Level Control
• Long (dB)
• Medium (dB)
• Short (dB)

/
/
/

/
/
/

/
/
/

0
6

12

0
6
12

Max. Output
• TERR (IMA3 -60dB)
• SAT (IMA3 -35dB)

88dBuV
100dBuV

85dBuV
100dBuV

Power 180-264 Vac, 47-63Hz

Dimensions (mm) 232x170x56 282x170x56 282x170x56 382x170x56 382x170x56

•	 Compact design with 8,
	 12, 16, 24 and 32
	 outputs
•	 Signal level controls
	 on all inputs
•	 Colour coded input
	 connections
•	 Switched output
	 attenuators on TMP 5 x 	
	 24 and TMP 5 x 32 units 	
	 (0-6-12dB)
•	 High performance switch 	
	 mode power supply

Range to be used with the following
Amplifiers / Splitters:

TMM 44 Amp (305305)
TMM TLA (305315)
TMM 55-30 Amp (307300)
TMP 10-30 Tap (307302)

TMM 5 Split (305319)
TMM 4+1 Split (305320)
TMM 5/20 Split (305321)
TMM 4+1/20 Split (305313)
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Multiswitches

TMP 9 Series

•	 Nine input multiswitches
	 for two satellite positions
•	 Five models with 8, 12,16,
	 24 + 32 outputs
•	 DiSEqC 2.0 control
•	 Compact design
•	 Switch mode power
	 supply for optimum
	 performance
•	 Colour coded input connections
•	 Sat Inputs 1 = Master Receivers (eg Sky)
	 Sat Inputs 2 = European Receiver with
	 DiSEqC + Terrestrial

Part No. 305380 305382 305384 305386 305388

Model TMP 9x8 TMP 9x12 TMP 9x16 TMP 9x24 TMP 9x32

Frequency Range
• TERR (MHz)
• SAT (MHz)

47-862
950-2150

No. Inputs 9

No. Outputs 8 12 16 24 32

Insertion Loss
• TERR (dB)
• SAT (dB)

0
0

Input Level Control
• TERR (dB)
• SAT (dB)

15
10

Slope Control TERR (dB) 10

Output Level Control
• Long (dB)
• Medium (dB)
• Short (dB)

/
/
/

/
/
/

/
/
/

0
6
12

0
6
12

Max. Output
• TERR (IMA3 -60dB)
• SAT (IMA3 -35dB)

88dBuV
95dBuV

85dBuV
95dBuV

Power 180-264 Vac, 47-63Hz

Dimensions (mm) 232x170x56 282x170x56 282x170x56 382x170x56 382x170x56

Range to be used with the following
Amplifiers / Splitters:

TMM 44 Amp x 2 (305305)
TMM TLA (305315)
TMM 99-30 Amp (307301)

TMP 10-30 Tap (307302)
TMM 4+5 Split (307306)
TMM 4+4+1 Split (307307)
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Part Number 307303
Frequency Range (MHz)                  FM 87.5 - 108
                                                         DAB 174 - 230
                                                         UHF 470 - 862
                                                         SAT 950 - 2150
Inputs                              FM, DAB, UHF, 4 x SAT 7
Outputs                          (Combined Terr and 4 x IF) x 2 10
Gain (dB)                                          Terrestrial 7
                                                         Satellite 8
Input Level Control (dB)                   On each input 20
Rejection                                          FM (f≤65,f≥174) 30
                                                         DAB (f≤108,f≥470) 30
                                                         UHF (f≤230,f≥950) 30
                                                         SAT (f≤862) 30
Isolation (dB)  IN-IN SAT 35

OUT-OUT SAT 20
OUT-OUT TERR 20

Return Loss (dB)  Inputs SAT 10
Inputs TERR 10
Outputs SAT 10
Outputs TERR 10

Input Level (dBµV)                           FM 100
                                                         DAB 100
                                                         UHF 100
                                                         SAT 104
Output Level (dBµV)                         FM  (IMA

3
-60dB) 87

                                                         DAB (IMA
3
-60dB) 87

                                                         UHF (IMA
3
-60dB) 87

                                                         SAT  (IMA
3
-35dB) 92

Supply to Masthead Amplifier           Switchable 12V / 100mA
Dimensions (mm) 297x165x57

Part Number 307302
Frequency Range (MHz)                  47 - 2150

Inputs
4 x SAT / 1 x 

TERR

Tapped Outputs
(4 x SAT / 1 x 

TERR) x 2

Outputs
4 x SAT / 1 x 

TERR
Insertion Loss In-Out (dB)      TERR 47-862 MHz 3
                                               SAT 950-2150 MHz 4
Tap Loss (dB)                          In (TERR) - TAP (TERR) 10
                                                In (SAT) - TAP (SAT) 10
Level Adjust Range (dB)         TERR 0 - 20
                                                 SAT 0 - 20
Isolation (dB)  TERR (47-862) - SAT (950-2150) MHz 37

Cross Polar H/V (SAT - SAT) 32
Out (TERR) - TAP (TERR) 47 - 862 MHz 32
Out (SAT) - TAP (SAT) 950-2150 MHz 20

Return Loss (dB)  TERR (IN/OUT/TAP) 47-862 MHz 14
SAT (IN/OUT/TAP) 950-2150 MHz 12

Connectors F - Female
Dimensions (mm) 197 x 170 x56

Triax TMP Accessories

Multiswitches

Active TMP Splitter

TMP 10 - 30 TAP
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Multiswitches

TMM Multiswitches

•	 4, 5 and 9 Input Cascadable Multiswitches

•	 Modular construction for simple and flexible installation

•	 Includes Multiswitches, Amplifiers, Splitters, Power Inserter 	

	 and Power Supply

•	 Multiswitches with 4,8,12,16, 24 and 32 Outputs

•	 12 + 16 Output terminated versions available

•	 Level control on each Multiswitch Input

•	 Satellite and Terrestrial launch and distribution amplifiers

•	 Gain and Slope control on Amplifiers

•	 Power Inserter allows powering from anywhere

	 on the system

•	 Switch mode Power supply for efficient operation

•	 Colour coded connectors

•	 Rack or surface mounted

•	 Supplied with output earth bond bars

This is your preferred choice when you want to:

•	 Install a cascade system for one, two or more satellite

	 positions plus terrestrial

•	 Balance signal levels throughout a system

•	 Expand your system at a later date

•	 Power from anywhere on the system

•	 Power from a remote location
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Part No. 305291 305292 305293 305280 305281

Model TMM 4x8 TMM 4x12 TMM 4x16 TMM 4x12T TMM 4x16T

Frequency Range
• SAT (MHz) 950-2150

No. Inputs 4

No. Outputs 4 Terminated

No. Multiswitch Outputs 8 12 16 12 16

Trunk/Through Loss
• SAT (dB) 2.5 2.5 2.5 0 0

Multiswitch Tap Loss
• SAT (dB) 10 12 12 0 0

Output Level Control
• SAT (dB) 0 to 12

Max. Input dBuV
• SAT (IMA3 -35dB) 117 119 119 107 107

Max. Output dBuV
• SAT (IMA3 -35dB) 95

Switching Commands 13V, 18V, 13V/22kHz, 18V/22kHz

External Power Supply 18VDC in 3.5mm Jack

Switching Voltage 15±1V

Power Supply from 
Receiver <200mA <250mA

Dimensions HxWxD 
includes earth bonding bar 181x36x200 270x72x200 270x72x200 270x72x200 270x72x200

Part No. 305394 305395 305396 307310

Model TMM 5x8 TMM 5x12 TMM 5x16 TMM 5x24

Frequency Range
• Terrestrial (MHz)
• SAT (MHz)

47-862
950-2150

No. Inputs 4 Sat / 1 Terr

No. Outputs 4 Sat / 1 Terr

No. Multiswitch Outputs 8 12 16 24

Trunk/Through Loss dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

2.5
2.5

3
2.5

3
2.5

4
4

Multiswitch Tap Loss dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

10
10

12
12

12
12

14
14

Output Level Control dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

0 to 12
0 to 12

Max. Input dBuV
• Terr (IMA3 -60dB)
• SAT (IMA3 -35dB)

107
117

109
119

109
119

111
121

Max. Output dBuV
• Terr (IMA3 -60dB)
• SAT (IMA3 -35dB)

85
95

Switching Commands 13V, 18V, 13V/22kHz, 18V/22kHz

Switching Voltage 15±1V

Terr. Current (mA) 
supplied Terr. Trunk line 50 100 160

Power Supply from 
Receiver <200mA <250mA

Dimensions HxWxD 
includes earth bonding bar 181x36x200 270x72x200 454x74x200

TMM 4 Series

Multiswitches

TMM 5 Series

Range to be used with the following Amplifiers / Splitters

•	 TMM 44-30 AMP 	 (305282)
•	 TMM 44 AMP 		  (305305)

•	 TMM 5 Split 	 (305319)
•	 TMM 5/20 Split 	(305321)
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TMM 5 Series

Part No. 307311 305397 307304

Model TMM 5x32 TMM 5x12T TMM 5x16T

Frequency Range
• Terrestrial (MHz)
• SAT (MHz)

47-862
950-2150

No. Inputs 4 Sat / 1 Terr

No. Outputs 4 Sat / 1 
Terr

Terminated

No. Multiswitch Outputs 32 12 16

Trunk/Through Loss dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

4
4

0
0

0
0

Multiswitch Tap Loss dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

14
14

0
0

0
0

Output Level Control dB
• Terrestrial 47-862 MHz
• SAT 950-2150 MHz

0 to 12
0 to 12

Max. Input dBuV
• Terr (IMA3 -60dB)
• SAT (IMA3 -35dB)

111
121

100
107

100
107

Max. Output dBuV
• Terr (IMA3 -60dB)
• SAT (IMA3 -35dB)

85
95

88
95

Switching Commands 13V, 18V, 13V/22kHz, 18V/22kHz

External Power Supply 18VDC in 3.5mm Jack

Switching Voltage 15±1V

Terr. Current (mA) 
supplied Terr. Trunk line 160 100

Power Supply from 
Receiver <250mA

Dimensions HxWxD 
includes earth bonding bar 454x74x200 270x72x200

Range to be used with the following Amplifiers / Splitters

•	 TMM 44 AMP 		  (305305)
•	 TMM TLA 		  (305315)
•	 TMM TDA 		  (305306)
•	 TMM 55-30 AMP	 (307300)

•	 TMM 5 Split 		  (305319)
•	 TMM 4+1 Split 		  (305320)
•	 TMM 5/20 Split 		 (305321)
•	 TMM 4+1/20 Split	 (305313)

Multiswitches
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TMM 9 Series

Multiswitches

Part No. 305294 305295 305296 307305

Model TMM 9x8 TMM 9x12 TMM 9x16 TMM 9x16T

Frequency Range
• TERR (MHz)
• SAT (MHz)

47-862
950-2150

No. Inputs 8 Sat / 1 Terr

No. Outputs 8 Sat / 1 Terr

No. Multiswitch Outputs 8 12 16 16

Trunk Through Loss dB
• TERR 47-862 MHz
• SAT 950-2150 MHz

2.5
2.5

3
2.5

3
2.5

0
0

Multiswitch Tap Loss dB
• TERR 47-862 MHz
• SAT 950-2150 MHz

12
12

14
14

14
14

0
0

Output Level Control
• TERR 47-862 MHz
• SAT 950-2150 MHz

0 to 12
0 to 12

Max. Input dBuV
• TERR (IMA3 -60dB)
• SAT (IMA3 -35dB)

109
119

111
121

111
121

100
107

Max. Output
• TERR (IMA3 -60dB)
• SAT (IMA3 -35dB)

85
95

88
95

Switching Commands 13V, 18V, 13V/22kHz, 18V/22kHz

External Power Supply
18VDC 

in 3.5mm 
Jack

Switching Voltage 15±1V

Terr Current (mA) 
supplied Terr. Trunk line 50 100

Power Supply from 
Receiver <200mA <250mA

Dimensions (mm) 181x36x200 270x72x200

Range to be used with the following Amplifiers / Splitters

•	 TMM 44 AMP x2	 (305305)
•	 TMM TLA 		  (305315)
•	 TMM 99-30 Amp	 (307301)

•	 TMM 4+5 Split 		  (307306)
•	 TMM 4+4+1 Split	 (307307)

Part No. 305311
Model TMM PSI
No. Inputs 5-(4xSat+1xTerr)
No. Outputs 5-(4xSat+1xTerr)
Frequency 
Range (MHz) 47-2150

Insertion Loss
• TERR (dB)
• SAT (dB)

1.5
2.5

Power Input 18VDC via 3.5mm 
DC Jack

Terrestrial 
Supply

Up/Down/Up+Down
(Switchable)

Dimensions 
(mm) 181x162x35.4

TMM Power Inserter
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Multiswitches

TMM Amplifiers

Part number 305305 305282 305300

Model Number 
TMM 

44Amp
TMM 44-30 

Amp
TMM 55-30Amp

Frequency Range (MHz) Terr. 47-862
Frequency Range (MHz) Sat. 950-2150 950-2150 950-2150
No.Inputs 4 (Sat) 4 (Sat) 4 (Sat) / 1 (Terr)
No.Outputs 4 (Sat) 4 (Sat) 4(Sat) / 1 (Terr)

Gain (dB)
     Terr. W/B (47-862 MHz)

Sat (950-2150 MHz)
30

40 30 30

Gain Control (dB)
     Terr. W/B (47-862 MHz)

Sat (950-2150 MHz)
0-20

0-20 0-20 0-20
Slope Control (W/B.) (dB) Terr. W/B 
(47-862 MHz)

0-7

Slope Control (Sat)(dB) 950-2150 MHz 0-10 0-10 0-10
Fixed Gain (dB) 20 10 10
Max. Input Level (dBµV) Terr. 105
Max. Output Level (dBµV) Terr.* 115
Max.Input Level (dBµV) Sat. 95 100 100
Max.Output Level (dBµV) Sat.* 115 110 110
Voltage (DC) 18VDC via 3.5mm DC Jack
LNB Powering 2x14+2x18VDC, Max 400mA
Terrestrial Through
Voltage / Current

12VDC 1.5A Max.

Line Powering Via Input or Output
Power Consumption (mA) 390 380 380
Dimensions (H)x(W)x(D) mm 181 x 36 x 162

* Terr.(IMA3-60dB)
* Sat.(IMA3-35dB)
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Part number 305301 305315 305306
Model Number TMM 99-30Amp TMM TLA TMM TDA
Frequency Range (MHz) Terr. 47-862 47-862 47-862
Frequency Range (MHz) Sat. 950-2150
No.Inputs 8 (Sat) / 1 (Terr) 4 1
No.Outputs 8 (Sat) / 1 (Terr) 1 (combined) 1
Gain (dB)

     Terr. W/B (47-862 MHz)
BI/FM (47-108 MHz)

       BIII/DAB (174-230 MHz)
  UHF1 (470-862 MHz)
Sat (950-2150 MHz)

30 40 40
40
40
40

30

Gain Control (dB)
     Terr. W/B (47-862 MHz)

BI/FM (47-108 MHz)
      BIII/DAB (174-230 MHz)

  UHF1 (470-862 MHz)
  UHF2 (470-862 MHz)
Sat (950-2150 MHz)

0-20 0-20
0-20
0-20
0-20
0-20

0-20

Slope Control (W/B.) (dB) Terr. W/B 
(47-862 MHz)

0-7 0-18

Slope Control (UHF) (dB)470-862 MHz 0-10
Slope Control (Sat)(dB) 950-2150 MHz 0-10
fixed Gain (dB) 10 20 20
Max. Input Level (dBµV) Terr. 105 95
Max. Output Level (dBµV) Terr.* 115 115
Max.Input Level (dBµV) Sat. 100 98
Max.Output Level (dBµV) Sat.* 110 118
Voltage (DC) 18VDC via 3.5mm DC Jack

LNB Powering
4x14+4x18VDC,

Max 400mA
Terrestrial Through
Voltage / Current

12VDC 1.5A Max.

Line Powering Via Output
Via Input or 

Output
Power Consumption (mA) 800 320 200
Dimensions (H)x(W)x(D) mm 181 x 72 x 162 181 x 36 x 162

* Terr.(IMA3-60dB)
* Sat.(IMA3-35dB)

Multiswitches

TMM Amplifiers

40
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Multiswitches

TMM Splitters

Part No. 305319 305320 305321

Model TMM 5 TMM 4+1 TMM 5/20

No. Inputs 4xSat / 1xTerr 4xSat / 1xTerr 4xSat / 1xTerr

No. Outputs 8xSat / 2xTerr 8xSat / 2xTerr 16xSat / 4xTerr

Frequency Range (MHz) 47-2150

Insertion Loss
• TERR 47-862 (dB)
• SAT 950-2150 (dB)

4.3
4.5

4.3
4.5

8
8.5

Isolation (out-out) (dB)
• TERR 47-862 (dB)
• SAT 950-2150 (dB)

22
20

22
20

24
22

Return Loss (dB)
• TERR Input 47-862 (dB)
• SAT Input 950-2150 (dB)
• TERR Output 47-862 (dB)
• SAT Output 950-2150 (dB)

15
13
15
13

Connectors F (Female)

Dimensions 85x162x73 85x162x146

Part No. 305313 307306 307307

Model TMM 4+1/20 TMM 4+5 TMM 4+4+1

No. Inputs 4xSat / 1xTerr 8xSat / 1xTerr 8xSat / 1xTerr

No. Outputs 16xSat / 4xTerr 16xSat / 2xTerr 16xSat / 2xTerr

Frequency Range (MHz) 47-2150

Insertion Loss
• TERR 47-862 (dB)
• SAT 950-2150 (dB)

8
8.5

4.3
4.5

4.3
4.5

Isolation (out-out) (dB)
• TERR 47-862 (dB)
• SAT 950-2150 (dB)

24
22

22
20

22
20

Return Loss (dB)
• TERR Input 47-862 (dB)
• SAT Input 950-2150 (dB)
• TERR Output 47-862 (dB)
• SAT Output 950-2150 (dB)

15
13
15
13

Connectors F (Female)

Dimensions 85x162x146

In-Line Inputs:	 TMM 5, TMM 5/20, TMM 4+4+1 + TMM 4+5

Off-Set Inputs:	 TMM 4+1 + TMM 4+1/20
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TMM Switch Mode Power Supply

Part No. 305310

Model TMM PSU

Input Voltage (Vac) 180-250

Input Frequency Range (Hz) 47-63

Output Voltage (VDC) 18

Output Current (A) 2.1

DC Output Fly Lead with 3.5mm Plug

Supplied with DC Link Lead

TMM Earth Bonding Bars

Part No. Product Description

305344 For 4 Input TMM Modules

305345 For 5 Input TMM Modules

Part No. Model Product Description

305301 TMM 4P Mounting Plate - 4 Modules

305302 TMM 6P Mounting Plate - 6 Modules

305304 TMM MPC Mounting Plate Coupler (2 per Pack)

305309 TMM Connecting Lead Kit
Kit of 5 Colour Coded Leads for connecting 
TMM Modules

305350 TMM Remote Power Lead
Allows a TMM System to be powered via a 
Coax Cable from a remote TMM PSU
(Kit of 2 F to DC Adapter Leads)

370009 TMM F Coupler
Quick Fit F Male to F Male Connector
(5 per Bag)

305349 TMM Term
F Type (Male), DC Blocked, 75ohm,
Terminator (5 per Bag)

370414 TMM RLK Lead Right Angled F Connector Lead (5 per bag)

TMM Accessories

Multiswitches

42
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Triax TMPR Multiswitches

Multiswitches

•	 Range of 8, 12 and 16
	 output multiswitches

•	 4 x Satellite and 1 x
	 Terrestrial Inputs

•	 Level adjustment on
	 all inputs

•	 Slope adjustment on
	 UHF Input

•	 Switchable Masthead
	 amplifier power supply

•	 Powered from satellite receiver
	 or external power supply

•	 Supplied with earth
	 bonding bars

This is your preferred choice when:

• 	 No landlord supply is available

• 	 You want a quick professional installation

• 	 4, 6 or 8 points with Sky+

• 	 8, 12 or 16 single Sky points

Part Number 305297 305298 305299

Model TMPR 5x8 TMPR 5x12 TMPR 5x16

Frequency Range (MHz)     Terrestrial 47 - 862 47 - 862 47 - 862

Satellite 950 - 2150 950 - 2150 950 - 2150

Inputs 5 5 5

Outputs 8 12 16

Insertion Loss (dB)              Terrestrial 0 0 0

Satellite 2 2 2

Input Level Control (dB)       Terrestrial 10 10 10

Satellite 15 15 15

Slope Control (dB)               Terrestrial 10 10 10

Isolation (dB)                       Horiz / Vert 30 30 30

                                            Terr - Sat 30 30 30

                                            Sat -Terr 30 30 30

                                            Out / Out - Terrestrial 30 30 30

                                            Out / Out - Satellite 30 30 30

Input Return Loss (dB)        Terrestrial 10 10 10

                                            Satellite 10 10 10

Output Return Loss (dB)     Terrestrial 8 8 8

                                            Satellite 8 8 8

Max. Output Level (dBuV)  Terrestrial (IMA3-60dB)          88 88 88

                                           Satellite (IMA3-35dB) 95 95 95

Switching Commands 13V, 18V, 13V 22kHz, 18V 22kHz

LNB Current, Max (mA) 180

Max Current to TERR Masthead Amp (mA) 50

Dimensions (mm) 147 x 170 x 56 197 x 170 x 56

TRIAX TMPR RANGE - 5 INPUT
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Multiswitches

TMPR PSU

Part No. Model Product Description

370652 In-line Terrestrial Amplifier
In-line Terrestrial Amplifier, 47-862 
MHz, 15dB Gain

300401 In-line Terr/Satellite Amplifier
In-line Amplifier, 47-2300 MHz, 
16-20dB Gain

370650 In-line Satellite Slope Amplifier
In-line Satellite Amplifier, 950-2150 
MHz, 2-12dB Gain, 0-10dB Slope

370651 In-line Satellite IF High Pass Filter
In-line Satellite IF High Pass Filter, 
950-2150 MHz

370706 In-line DC block 47-2150 MHz DC Block

Part Number 305289

Input Voltage 230V

Frequency 50Hz

Input Current 65mA Max at 230V

Output Voltage DC 12V

Max Current 500mA

Thermal Fuse Yes

Short Circuit Protection Yes

Connector F-Type IEC 60169-24(m)

IRS Accessories
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• 	 Negligible cable loss
• 	 Reduced cabling
• 	 High quality signal levels
• 	 Excellent C/N
• 	 Systems can be designed over large areas

Fibre Optic Products

Optical LNB	 Model	 Part No.
Triax Optical LNB, 32 split with PSU	 TOL32	 307610

Legacy Converter (indoor unit)

Triax Virtual TWIN	 TVC02	 307620
Triax Virtual QUAD	 TVC04	 307622
Triax Virtual QUATTRO	 TVQ04	 307624

Optical Splitters
2 Way dual window optical splitter (FC/PC Conn)	 TOS02	 307632
4 Way dual window optical splitter (FC/PC Conn)	 TOS04	 307634
8 Way dual window optical splitter (FC/PC Conn)	 TOS08	 307638

Single Mode, Ruggedised Optic Fibre Cable

1 metre, pre-made, FC/PC-FC/PC	 TFC01	 307661
3 metre, pre-made, FC/PC-FC/PC	 TFC03	 307662
5 metre, pre-made, FC/PC-FC/PC	 TFC05	 307663
10 metre, pre-made, FC/PC-FC/PC	 TFC10	 307664
15 metre, pre-made, FC/PC-FC/PC	 TFC15	 307665
20 metre, pre-made, FC/PC-FC/PC	 TFC20	 307666
30 metre, pre-made, FC/PC-FC/PC	 TFC30	 307667
40 metre, pre-made, FC/PC-FC/PC	 TFC40	 307668
50 metre, pre-made, FC/PC-FC/PC	 TFC50	 307669
75 metre, pre-made, FC/PC-FC/PC	 TFC75	 307670
100 metre, pre-made, FC/PC-FC/PC	 TFC100	 307671
200 metre, pre-made, FC/PC-FC/PC	 TFC200	 307672
500 metre, unterminated cable	 TFC500	 307675

Single Mode, Patch Leads
2 metre SC/APC-SC/APC	 TFL01	 307677
2 metre SC/APC-FC/PC	 TFL02	 307678

Optical Attenuators

5 dB Attenuator	 TFA005	 307688
10 dB Attenuator	 TFA010	 307690
15 dB Attenuator	 TFA015	 307692

Accessories
Special fit on site connector	 TFF001	 307680
Optical connector test tool for above	 TFT001	 307682
Barrel adapter FC/PC - FC/PC	 TFB001	 307684
Barrel adapter FC/PC - SC/FC	 TFB002	 307686

Terrestrial Transmitters / Receivers
Compact optical transmitter 1310nm, 10mW laser	 OTB10	 307550
Compact optical receiver node (1290 - 1600nm)	 ORB901	 307570



46

Modulators

TCM08

•	 One mainframe contains up to 8 	
	 Modulators
•	 Suitable for use on SMATV
	 systems
•	 Double sideband outputs
•	 Converts an A/V input to a high 	
	 output RF signal
•	 Accepts A/V signals from set-top 	
	 boxes, CCTV cameras etc
•	 Simple programming by means 	
	 of a DIP switch on each
	 modulator
•	 Wall or 19” rack mounting
•	 Typical applications incude 	 	
	 hotels, holiday parks etc

CM01U

•	 Compact design
•	 Ideal for modulating one channel
•	 Fully screened
•	 3 phono input connectors
	 (left, right plus video inputs)
•	 Loop through facility for 	 	
	 combining with existing 		
	 VHF/UHF channels
•	 Output RF channel set by 	 	
	 means of DIP switches
•	 Multi-standard modulated output
•	 Integral mains power supply

Part No. Product Description

300110 TCM08 80dBuV Output (8 channels)

490899 CM02U Multi-standard UHF Modulator Module

490898 CM02V VHF Modulator Module

300743 Scart to Phono cable, (1.5m)

Part No. Product Description

300102 CM01U UHF (470 to 860MHz)

300743 Scart to phono cable (1.5m)
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Triax Digital Headend TDH

Product Information

•	 Digital headend for
	 satellite and terrestial 		
	 channels
•	 Up to 6 modules in one 	
	 frame
•	 Simple programming 
	 by means of on-screen 		
	 displays
•	 Can be programmed via
	 a PC
•	 Remote access via 		
	 modem
•	 High RF output, 105 		
	 dBuV at 6 channels

•	 Flexible and cost 		
	 effective installations
	 by means of master
	 and slave modules
•	 Easy to expand with
	 the use of sub-units
•	 Can be used to
	 configure systems up
	 to 30 channels
•	 Can be wall or rack 		
	 mounted
•	 Receiver modules are 		
	 multi-standard
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Triax Digital Headend TDH

Product Information

Part No. Model Product Description

490790 TDH 700 Main Unit Master Mainframe

490791 TDH 701 Sub Unit Sub-Mainframe

490702
TDH 702 Master DVB-S Mono 
Module CI

Satellite Master Module, CI, VSB, 
Mono

490722
TDH 722 Master DVB-S Mono 
Module FTA

Satellite Master Module, FTA, VSB, 
Mono

591623
TDH DVB-S NICAM FTA 
8 MHz

Satellite Master Module, FTA, VSB, 
Nicam

490704
TDH 704 Slave Module w. 
mono

Slave Module, VSB, Mono

490714
TDH 714 Master DVB-T Mono 
Module FTA

Terrestrial Master Module, FTA, 
VSB, Mono

490725
TDH 725 VSB Mono 
Modulator

Modulator Module, VSB, Mono

591626 AV to Pal 8 MHz Nicam Modulator Module, VSB, Nicam

490736 TDH 736 FM Modulator AV to FM Modulator Module

490776 TDH 776 Converter Module
Analogue VHF/UHF to VHF/UHF 
Converter Module

490778 TDH 778 Converter Module Digital to channel converter

300765 TDH GSM Modem For Mobile phone

300742 SCART/D Cable Accessory

300746 SCART / Phone Lead 2m SCART / Phono-Phono
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Triax CSE Compact Headend

Product Information

•	 Fully Agile
•	 Programmable via 		
	 Remote control or Laptop
•	 Video Output for 		
	 Spectrum Analyser
•	 Selectable COFDM /
	 AV Option

•	 Selectable QPSK /
	 AV Option
•	 High Quality Level 		
	 Adjustments
•	 High Level combined 		
	 output optimises input
	 level to launch
	 Amplifiers, such as 		
	 GHV30E or GPV845

Designed to update small to medium
installations at an affordable cost without upgrading 
the whole system

Accessories

Part No. Type Product Description

300742 AV Lead
150cm cable fitted with 15 pol D-Sub to 
SCART

300746 SCART/Phono lead 2m SCART / Phono-Phono

300742 SCART/D Cable Accessory

Part No. 324949 324950 324951 324952 324953 324954

Model CSE 0601 CSE 0801 CSE 1201 CSE 0611 CSE 0811 CSE 1211

Input DVB-T PAL DVB-T PAL DVB-T PAL DVB-S PAL DVB-S PAL DVB-S PAL

Frequency (MHz) 470-862 470-862 470-862 950-2150 950-2150 950-2150

Dimensions
(mm)

253
300
200

253
428
200

253
567
200

253
300
200

253
428
200

253
567
200

Weight 5.5 8.8 11.5 5.5 8.8 11.5

H
W
D

Kg
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Taps / Splitters

F Type Tap / Splitter Range

•	 High specification
•	 Frequency range 5 to 		
	 2400 MHz
•	 F Connectors on all ports
•	 Through power, input to 	
	 output on taps
•	 Through power outputs to 	
	 inputs on splitters
•	 UHF and VHF Modulators 	
	 available
•	 Zinc die-cast housing
•	 High screening factor

Part No. Model Splitter Loss @ 
1000MHz (dB)

Splitter Loss @ 
2150MHz (dB)

348002 STS 2 4.7 6.5

348003 STS 3 7.7 10.7

348004 STS 4 8.2 10.9

348006 STS 6 11.7 16.7

348008 STS 8 12.2 18.0

Part No. Model
Insertion/

Tap Loss @ 
1000MHz (dB)

Insertion/
Tap Loss @ 

2150MHz (dB)
348108 STT 1-8 2.2/8.0 4.7/8.0

348110 STT 1-10 1.9/10.0 3.2/10.0

348112 STT 1-12 1.7/12.0 2.7/12.0

348116 STT 1-15 1.2/15.0 2.2/15.0

348120 STT 1-20 1.2/20.0 2.2/20.0

348124 STT 1-25 1.2/25.0 2.2/25.0

348210 STT 2-10 3.2/10.5 4.7/10.5

348212 STT 2-12 2.7/12.0 4.2/12.0

348216 STT 2-15 2.7/15.0 4.2/15.0

348220 STT 2-20 1.7/20.0 3.2/20.0

348224 STT 2-25 1.7/25.0 2.7/25.0

348230 STT 2-30 1.7/30.0 2.7/30.0

348412 STT 4-12 4.7/12.0 6.2/13.0

348416 STT 4-15 3.2/15.0 5.2/15.0

348420 STT 4-20 1.7/20.0 3.2/20.5

348425 STT 4-25 1.2/25.0 2.7/25.0

348430 STT 4-30 1.2/30.0 2.7/30.0

348616 STT 6-16 5.0/16.0 7.0/19.0

348620 STT 6-20 3.0/20.5 5.0/21.5

348624 STT 6-25 3.0/25.0 5.0/25.0

348630 STT 6-30 3.0/30.0 5.0/30.0

348816 STT 8-16 5.0/16.0 7.0/19.0

348820 STT 8-20 3.0/20.5 5.0/21.5

348824 STT 8-25 3.0/25.0 5.0/25.0

348830 STT 8-30 3.0/30.0 5.0/30.0
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Taps / Splitters

Outdoor Housing

•	 HTS-DC splitter range
•	 Frequency range 5 to 		
	 1000 MHz
•	 F Connectors on all ports

•	 Outdoor splitter range
•	 5-2400 MHz
•	 2, 3, 4 output versions
•	 Mast or screw mounting
•	 Use with compression 		
	 connectors

•	 Bi-directional power pass 	
	 to one output (2-8 way)
•	 Fully screened die-cast 		
	 housing

F Type Tap / Splitter Range

Part No. Description

167186 2 Way

167187 3 Way

167188 4 Way

Part No. Description Loss @40MHz(dB) Loss @862MHz(dB)

347012 HTS2-DC2 <3.2 <3.7

347013 HTS3-DC3 <5.7 <6.2

347014 HTS4-DC4 <6.7 <7.9

347016 HTS6-DC6 <9.7 <10.7

347018 HTS8-DC8 <10.2 <12.2

347912 HTS12-DC12 <12.0 <13.5

347916 HTS16-DC16 <13.2 <14.2
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Outlets

Outlet Range

•	 A flexible build solution for UK outlets
•	 Grid versions in polycarbonate, brushed/polished
	 stainless and flat styles
•	 Full range of TV, Radio and Satellite modules in single,
	 twin, triple and quad formats
•	 White or Black polycarbonate moulding
•	 Range includes telephone master, slave, Cat 5E, Cat 6,
	 RJ11, twin/triple phono, twin loud speaker and HDMI modules

•	 Comprehensive range for
	 domestic and system 	
	 applications
•	 Fully screened
•	 UK style front plate
•	 Die-cast housing

•	 DAB compatible
•	 SAT II (304114) designed 		
	 for use on Sky+ installations
•	 DDU outlet (304115) designed
	 for installations using Domestic 	
	 Distribution Unit

SAT II / DDU
304114 / 304115

Single Outlet IEC
304122

Quad + 2 Telephone
304110

Single Outlet F
304123

Diplexed
304118

Triplexed
304102

Quad
304109

304250 304251 304252 304253

304254 304255 304258 304259
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Outlets

Outlet Range

Euro Grids

304200 304201 304202

304230 304232 304234

304231 304233 304235

304260 304261 304262 304263

304264 304265 304256 304257

304292 304293

•	 Polycarbonate

•	 Polycarbonate Bevel Edge
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304215 304217 304219

304209 304211 304213

304203 304205 304207

304221 304223 304225

Outlets

Euro Grids

•	 Brushed Stainless Steel

•	 Brushed Stainless Steel Flat Style

•	 Polished Stainless Steel

•	 Polished Stainless Steel Flat Style
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Telephone / Data Inserts

Audio Inserts

304278 304279 304280 304281

304290 304291

304268 304269

Insert Colour White Black

BT Telephone Master 304268 304269

BT Telephone Slave 304270 304271

RJ 11 Modem 304272 304273

CAT 5E 304274 304275

CAT 6 304288 304289

Outlets

Outlet Link and Fli Link

Outlet Link

•	 Provides a neat and simple 	 	
	 solution for connecting the TV and 	
	 return outputs of an outlet where 	
	 a Sky receiver is not installed

•	 Designed for use with the Triax 	
	 outlets 304109, 304114, 304264, 	
	 304265, 304286, and 304287

•	 Part No. 304139

Fli Link

•	 200mm hig quality F-type (m)
	 to IEC (m)

•	 Designed to save time on initial 	
	 installation of TV services allowing 	
	 viewing in other locations when
	 no Sky receiver is installed

•	 Part No. 370707
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Accessories

Attenuators

Part No. Attenuation Frequency

153720 3dB 5-862MHz

153721 6dB 5-862MHz

153722 9dB 5-862MHz

153723 12dB 5-862MHz

153724 18dB 5-862MHz

Part No. Attenuation Frequency

153710 3dB 5-862MHz

153711 6dB 5-862MHz

153712 10dB 5-862MHz

153713 20dB 5-862MHz

Part No. Attenuation Frequency

342000 1.5-20 47-862MHz Outdoor, DC Pass

342250 1.5-20 47-862MHz Indoor Plug-In

•	 Attenuators Fixed IEC Range

•	 Attenuators Fixed F Range

•	 Attenuators Variable Range
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Satellite Dishes

TD Dishes

•	 High quality design
•	 54, 64, 78, 88 and 110cm 		
	 versions available
•	 Pre-mounted feedarm, 		
	 (except TD110)
•	 LNB holder with clip-on 		
	 bracket (Ø40mm and 		
	 Ø25mm)
•	 Simple installation and 		
	 adjustment
•	 LNB cable can be routed 		
	 through the feedarm
•	 Stable, non-slip mast
	 bracket with one or two 		
	 U bolts, (depending on 		
	 dish size)

Part No. (single box) 121589 121689 121789 121889 121989

Part No. (bulk kits) 122568 122672 122737 122823 122924

Model TD54 TD64 TD78 TD88 TD110

Dimensions (cm) 50x55 60x65 70x78 85x95 100x105

Frequency Range (GHz) 10.7-12.75 10.7-12.75 10.7-12.5 10.7-12.75 10.7-12.75

Gain (@11.7GHz) 34.2dBi 35.8dBi 37.1dBi 38.8dBi 40.2dBi

G/T (NF LNB 0.7dB) 14.2dB/K 16.0dB/K 17.3dB/K 19.2dB/K 20.6dB/K

Offset Angle 26° 26° 26° 26° 26°

Elevation Range 10°-50°
45°-80°

10°-50°
45°-80°

10°-50°
45°-80°

10°-50°
45°-80°

10°-50°
45°-80°

Beamwidth 3.7° 3.1° 2.6° 2.0° 1.8°

Windload (@42m/s) 323N 425N 619N 902N 1222N

Mast Dimensions (mm) Ø32-50 Ø32-50 Ø32-50 Ø32-50 Ø32-50

Part No. Model Product Description

300719 TD Flexiblock
Dual LNB Holder, (Ø40mm & Ø25mm), 
angle 3° to 10°

300725 TD Multiblock
4 LNB Holder, upto 20° Span, includes 4xLNB’s 
& DiSEqC

300727 TD Multiblock
4 LNB Holder, upto 20° Span, Bar & Feed Clamps 
Only

129421 TD Plastics Kit (Black) Replacement LNB Holder

128070 TD Wall Mount Bracket ‘S’ Type Wall Mount Bracket 25mm tube diameter

•	 Galvanised steel
•	 Polyester powder coat
•	 Available in single box 
	 (RAL 7016-Anthracite)
	 or bulk kits
	 (RAL 7030-Dark Grey)

•	 Accessories
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Satellite Dishes

TD Dish Accessories

300719

300727

128070

300725

129421
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Satellite Dishes

DAP High Quality Dishes

•	 Fibreglass reflector
•	 New and improved design
•	 Available as 60, 70 and 90cm
•	 Ideal for use in extreme	environmental conditions
•	 Simple to install
•	 Pole mount
•	 Strong mast bracket

Part No. Description Colour

362611 DAP 611 Anthracite RAL 7016

362711 DAP 711 Anthracite RAL 7016

362911 DAP 911 Anthracite RAL 7016

362610 DAP 610 Cream RAL 1013

362710 DAP 710 Cream RAL 1013

362910 DAP 910 Cream RAL 1013
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Satellite Dishes

Elliptical Perforated Dishes

•	 Tilt/skew adjustment
•	 Polyester powder coated 	
	 reflector and bracketry
•	 Pole or wall mounting
•	 Packed in singles or 		
	 5-packs

Elliptical Dish Plug-In LNB’s

The Triax range of elliptical dishes are specifically 
designed for the reception of digital satellite signals.
Available in 2 sizes, 44cm and 60cm, they are used 
with plug-in, optimised elliptical LNB’s.
Manufactured in perforated zinc coated steel.

Single Box 5 Pack Model

124225 124340
44cm Elliptical, Perforated Dish - Region 1 
(anthracite)

124226 124335
60cm Elliptical, Perforated Dish - Region 2 
(anthracite)

Part No. Description

370540 Single LNB

300425 Quad LNB

300426 Octo LNB

124070
40mm LNB holder for
elliptical dishes

Part No. Description

14230 Pole Mount Kit - Mk4 Elliptical Dish (Sold in bag of 10)
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LNBs

Mini LNB Range

•	 New compact housing for neat installations
•	 High specification
•	 Fits 40mm LNB holders
•	 Single, Quad, Quattro and Octo versions available
•	 Low noise figure,0.3dB
•	 High cross polarity isolation
•	 Low power consumption
•	 Built-in slope
•	 2 year warranty

Part No. Description

300432 Triax Single, Universal LNB

304422 Triax Quad, Universal LNB

304424 Triax Quattro, Universal LNB

304448 Triax Octo, Universal LNB
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Receivers

SR 110

•	 Part number: 305112
•	 Free to Air Digital Satellite 	
	 Receiver
•	 Easy installation and use
•	 IF Loop-through
•	 RF modulated output and 	
	 RF loop-through
•	 Digital audio output
•	 Audio L + R outputs
•	 RS232

•	 Part number: 305105
•	 Freeview Digital Terrestrial 	
	 Receiver
•	 Simple installation and use
•	 MHEG 5 Interactive services 	
	 via red button
•	 7 day Electronic Programme 	
	 Guide (EPG)

TR 105

•	 4 digit, Blue 7 segment LED 	
	 display
•	 2 x SCART
•	 Low power consumption
•	 Now/Next Electronic
	 Programme Guide (EPG)
•	 Favourite Lists
•	 Parental lock
•	 8 timers
•	 Indication of signal strength 	
	 and quality

•	 Audio Description
•	 MPEG 2 digital compliant
•	 RF Modulator
•	 1 x SCART
	 (SCART lead included)
•	 Auto standby
•	 Programme reminder feature
•	 CVBS / RGB video output
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Receivers

TR 110

•	 Part number: 305106
•	 Digital Terrestrial Receiver 	
	 MPEG4
•	 RF Modulated output with 	
	 RF loop-through
•	 7 Day EPG
•	 Blue-7 Segment LED
	 Display

•	 Part number 305014
•	 HD Satellite and SD Digital
	 Terrestrial MPEG 4 Combi 	
	 Receiver
•	 Blue 7 segment LED Display
•	 IF Loop-through
•	 Electronic Programme
	 Guide (EPG)
•	 2 x SCART
•	 1 x HDMI

ST-HD527 CI Combi

•	 1 x SCART
	 (SCART Lead included)
•	 CVBS Audio L+R
•	 Component Output
•	 SPDIF
•	 USB for Software Upgrades
•	 Remote Control
	 (inc batteries)

•	 USB interface
•	 SPDIF
•	 Optical Audio Output
•	 Component Output
•	 Audio L+R
•	 CI Slot
•	 1 x SCART Lead supplied
•	 Remote control
	 (inc batteries)
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Cables

HDMI Cable

•	 Professional grade HDMI cable for a perfect high 		
	 definition connection 		
•	 Sealed moulded diecast connectors
•	 Gold plated contacts for quality transmission and 		
	 tarnish resistance
•	 EMI interface suppressed
•	 Complies to 1.3b specification (except 20m lead)
•	 Compatible with all HD resolutions including
	 720p, 1080i and 1080p video formats
•	 Ideal for connecting SkyHD boxes, DVD players
	 and all other HDMI equipped AV equipment

Part No. Product Description

370710 HDMI / HDMI 3m Lead

370711 HDMI / HDMI 5m Lead

370712 HDMI / HDMI 10m Lead

370713 HDMI / HDMI 15m Lead

370714 HDMI / HDMI 20m Lead
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Cable

•	 Long lasting stability of attenuation.
•	 Efficiently shields the signal from distortion of
	 external electromagnetic signals.
•	 Resists the mechanical stress, for example bending, 	
	 cables are exposed to especially during installation.

•	 Cable, Connectors and Tools for installation of
	 quality networks

Cable, Connectors
and Tools

Quality is important.

The choice of cables affects network performance.
Almost any cable can transmit the signals, but a 
quality cable ensures:

Triax TX Cable range is optimised for digital reception:

•	 High quality
•	 Metre marked
•	 Shielded
•	 CAI Benchmarked
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Part No. Model Product Description

370750 TX100 Black 100m CAI Benchmarked
LSF Sheath,
Cardboard Reel

370751 TX100 Black 250m CAI Benchmarked
LSF Sheath,
Wooden Reel

370752 TX100 Brown 100m CAI Benchmarked
LSF Sheath,
Cardboard Reel

370753 TX100 Brown 250m CAI Benchmarked
LSF Sheath, 
Wooden Reel

370754 TX100 White 100m CAI Benchmarked
LSF Sheath,
Cardboard Reel

370755 TX100 White 250m CAI Benchmarked
LSF Sheath,
Wooden Reel

370771 TX125 Black 250m CAI Benchmarked
LSF Sheath,
Wooden Reel

370758 TX165 Black 250m CAI Benchmarked
LSF Sheath,
Wooden Reel

370778
TX100 x 4 Core Black 
50m

CAI Benchmarked
LSF Sheath
Wooden Reel

370779
TX100 x 4 Core Black 
100m

CAI Benchmarked
LSF Sheath
Wooden Reel

370756
TX100 x 5 Core + 
Earth Black 50m

CAI Benchmarked
LSF Sheath,
Wooden Reel

370759
TX100 x 5 Core + 
Earth Black 100m

CAI Benchmarked
LSF Sheath,
Wooden Reel

370773
TX100 x 5 Core + 
Earth Brown 50m

CAI Benchmarked
LSF Sheath,
Wooden Reel

370772
TX100 x 5 Core + 
Earth Brown 100m

CAI Benchmarked
LSF Sheath,
Wooden Reel

370774 TX59 Twin Black 100m Cardboard Reel

370775 TX59 Twin Black 250m Wooden Reel

370776 TX59 Twin White 100m Cardboard Reel

370777 TX59 Twin White 250m Wooden Reel

Part No. Model Product Description

370765 RG6/U Black 100m - Cardboard Reel

370766 RG6/U Black 250m - Wooden Reel

370767 RG6/U White 100m - Cardboard Reel

370768 RG6/U White 250m - Wooden Reel

370769 RG6/U Brown 100m - Cardboard Reel

370770 RG6/U Brown 250m - Wooden Reel

370780 RG6 Twin Black 125m - Cardboard Reel

370781 RG6 Twin White 125m - Cardboard Reel

Cable

Cable, Connectors
and Tools

•	 CAI Benchmarked - TX100, 125, 165
•	 TX59 meets the RNE22-01:2005
	 specification as required
	 by BSkyB

Cable Benchmarked
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Triax Tools	                           Part No.

Connectors and Tools

Cable, Connectors
and Tools

Pocket Compression Tool	 Supplied with interchangeable connector heads	 370042

Crimp Tool	 TX100, 125 and 165 Cables	 370043

F Compression Connector	 TX100 Cable	 370041

Anti-Twist F Connector	 TX100 Cable	 370039

Anti-Twist F Connector	 TX59 Cable	 370001

F Crimp Connector	 TX100 Cable	 370020

Crimp Tool	 TX100 Cable	 153607

Crimp Tool	 TX125 and TX165 Cables	 153609

Rotary Cable Stripper 	 TX100 and TX125 Cables	 153602

Rotary Cable Stripper 	 TX165 Cable	 153601

F Connector Insertion Tool 		  153633

Cable Support Tool 		  153634

Insertion T-Tool		  153606

Torque spanner		  153632

F-Connector Key		  153608

Pocket Compression Tool 	 TX100 Cable	 370030

Universal Compression Tool	 TX range of Cables	 370031

Cable Cutter		  370032

F Crimp Connector	 TX100 Cable	 370011

F Crimp Connector	 TX125 Cable	 370012

F Crimp Connector	 Loose Pin for TX165 Cable 	 370013

F Crimp Connector	 Fixed Pin for TX165 Cable	 370014 

F Compression Connector 	 TX100 Cable	 370015 

F Compression Connector 	 TX125 Cable	 370016 

F Compression Connector	 TX165 Cable	 370017 

IEC Crimp Conn-male	 TX100 Cable	 370018 

IEC Crimp Conn-female	 TX100 Cable	 370019

Triax Connectors	                           Part No.

Cabelcon Connectors	                           Part No.

Cabelcon Tools	                           Part No.
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Indoor Cabinets

Triax TCC 19” Cabinets

•	 Indoor 19” cabinet with 	
	 backboard
•	 Available with steel or 		
	 glass door
•	 Internal 19” swing rack
•	 Holds up to eight 19” 		
	 shelves
•	 Removable side panel to 	
	 improve access
•	 Full range of accessories 	
	 available
•	 Outer dimensions:
	 1100mm H x 650mm W
	 x 450mm D

Part No. Description

251493 TCC 19” Compact Cabinet (glass door) cabinet only

251494 TCC 19” Compact Cabinet (steel door) cabinet only

370205 Shelf Kit - Includes 19” shelf plus fixing screws

370206 Fan Kit - Includes fan, protection grid, fixing screws and connection lead

848616 Spare cabinet key

737030 Set of 4 locking wheels

708028 Thermostat
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Internal Wall Cabinets

Cabinets

303828 - 600(H) x 400(W) x 150(D)

303830 - 400(H) x 400(W) x 350(D)

•	 Removable, lift off lid for easy access
•	 Galvanised steel with high quality powder 	
	 coated finish - RAL 7035
•	 Perforated steel back plate, ideal for self 	
	 tapping screws and earthing

69
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External Wall Cabinets

Cabinets

303824 - 350(H) x 460(W) x 120(D)

303826 - 400(H) x 600(W) x 200(D)

•	 IP65 certified
•	 Removable doors for easy access
•	 Galvanised steel with high quality powder 	
	 coated finish - RAL 7035
•	 Gasket sealed doors and cable gland plate
•	 Perforated steel back plate, ideal for self 	
	 tapping screws and earthing

IP65
Certified

70
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External Wall Cabinets

Cabinets

303834 - 400(H) x 600(W) x 300(D)

IP65
Certified

303832 - 700(H) x 600(W) x 300(D)

•	 IP65 certified
•	 Removable doors for easy access
•	 Galvanised steel with high quality powder 	
	 coated finish - RAL 7035
•	 Gasket sealed doors and cable gland plate
•	 Perforated steel back plate, ideal for self 	
	 tapping screws and earthing

71
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External Wall Cabinets

Cabinets

Part No. 303824 303826 303828

Cabinet Type External IP65 External IP65 Internal

External Dimensions 350x460x120mm 400x600x200mm 400x600x200mm

Internal Dimensions 403x300x110mm 543x350x190mm fully removable lid

Material Specification Steel St3S Steel St3S Steel St3S

Paint Specification Ral 7035 Ral 7035 Ral 7035

Lock Specification 1-point lock 1-point lock 1-point lock

Glands 5 pieces
dia. 32mm

6 pieces
dia. 50mm

-

Weight 7.4kg 12kg 9.4kg

Type and Size
of backplate

Galvanised steel

Total size of 
the back plate: 

365.4x289x17mm*

Size of the
perforation:
274x245mm

Galvanised steel

Total size of 
the back plate: 

490x330x17mm*

Size of the
perforation:
415x292mm

Galvanised steel

Total size of
the back plate: 
546x316mm

Size of the
perforation:
485x295mm

Packing cardboard cardboard cardboard

Part No. 303832 303834 303830

Cabinet Type External IP65 External IP65 Internal

External Dimensions 700x600x300mm 400x600x300mm 400x400x350mm

Internal Dimensions 650x543x290mm 543x350x290mm 345x345x340mm

Material Specification Steel St3S Steel St3S Steel St3S

Paint Specification Ral 7035 Ral 7035 Ral 7035

Lock Specification 1-point lock 1-point lock 3-point lock

Glands 6 pieces
dia. 50mm

6 pieces
dia. 50mm

-

Weight 21.5kg 13.9kg 10.4kg

Type and Size
of backplate

Galvanised steel

Total size of 
the back plate: 

645x525x17mm*

Size of the
perforation:
595x485mm

Galvanised steel

Total size of 
the back plate: 

510x340x17mm*

Size of the
perforation:
460x340mm

Galvanised steel

Total size of 
the back plate: 

394x395x17mm*

Size of the
perforation:
345x315mm

Packing cardboard cardboard cardboard

* 17mm is the dimension from the back plate to the back side of the cabinet
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•	 F Connector Masthead 		
	 Amplifiers and Power 		
	 Supply kit 			 
•	 Weatherproof housing
•	 Fully screened enclosure

Part No. 370550 370551 370552

Product WFA10 WFA15 WFA25

Input Range (Channel) 21-68 21-68 21-68

Typical Gain (dB) 10 15 25

Variable Gain No No No

Max. Output (dBuV)* 94 96 102

Noise (dB) <2.2 <2.2 <2.2

No. Inputs 1 1 1

No. Outputs 1 1 1

Input Frequency Band UHF UHF UHF

Frequency Range (MHz) 470-862 470-862 470-862

DC Power Supply 12V/100mA 12V/100mA 12V/100mA

Part No. 370553 370555 370557 370554 370558 370556

Product WFAV25 WFAV225 WFAV410 WFAV425 WFAV610 WFAV622

Input Range (Channel) 21-68

Typical Gain (dB) 25 25 10 4x(8-25) 10 22

Variable Gain Yes

Max. Output (dBuV)* 102 97 85 4x85 83 83

Noise (dB) <2.2

No. Inputs 1

No. Outputs 1 2 4 4 6 6

Input Frequency Band UHF

Frequency Range (MHz) 470-862

DC Power Supply 12V/100mA

* DIN45004B 3 Carries, IMD3-60dB

MASTHEAD AMPLIFIER KITS
MASTHEAD AMPLIFIERS
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•	 Distributes to multiple TV’s
	 around the home
•	 Allows control of Sky Digital
	 receivers when used with Triax 	
	 Digital Links
•	 2,4,6,8,12,16 way versions
•	 Short circuit protection on 		
	 each output
•	 Power on LED
•	 Screened housing
•	 F Connectors
•	 Easy to mount fixings

Part No. 334057 334054 334055 334064 334065
Product F Conn F Conn F Conn F Conn F Conn
No. Inputs 2 2 2 2 2
No. Outputs 4 6 8 12 16
Input Frequency Range (MHz)
• Wideband
• VHF
• UHF

-
47-230
470-862

Output Frequency Range (MHz) 47-862
Return Path Frequency Range (MHz) 5-30
Typical Gain (dB)
• Wideband
• VHF
• UHF
• Return

-
4x8
4x8
2.5

-
6x11
6x11
2.5

-
8x8.5
8x8.5
2.5

-
12x10
12x10

2.5

-
16x10
16x10

2.5
Noise (dB) 4 5 5 5 5
Output Level (dBuV)* 92 90 90 93 93
Power Supply On each Output 9V DC/15mA
Mains Supply 230Vac, ±10%, 50Hz

Part No. 334056 334060 334058 334059
Product F Conn F Conn F Conn F Conn
No. Inputs 1 1 1 1
No. Outputs 2 4 6 8
Input Frequency Range (MHz)
• Wideband
• VHF
• UHF

47-862
-
-

Output Frequency Range (MHz) 47-862
Return Path Frequency Range (MHz) 5-30
Typical Gain (dB)
• Wideband
• VHF
• UHF
• Return

2x8
-
-

2.5

4x7.5
-
-

2.5

6x10
-
-

2.5

8x10
-
-

2.5
Noise (dB) 4 5 5 5
Output Level (dBuV)* 92 92 93 93
Power Supply On each Output 9V DC/15mA
Mains Supply 230Vac, ±10%, 50Hz

* EN 50083-3, 3 Tone Test at -60dB Interference.

•	 Mains powered
•	 Boxed

IR PASS AMPLIFIERS
DOMESTIC DISTRIBUTION
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•	 Allows distribution to
	 multiple TV’s around the 	
	 home
•	 Cost effective
•	 1,2,4,6 + 8 Way versions

•	 Easy to mount fixings
•	 F Connectors
•	 Mains powered
•	 Boxed

Part No. 334031 334032 334034 334035

Product 1-Way 2-Way 4-Way
4-Way

(1 Input)

No. Inputs 1 1 2 1

No. Outputs 1 2 4 4

Input Frequency Range (MHz)
• Wideband
• VHF
• UHF

47-862
-
-

47-862
-
-

-
47-230
470-862

47-862
-
-

Output Frequency Range (MHz) 47-862 47-862 47-862 47-862

Typical Gain (dB)
• Wideband
• VHF
• UHF
• Full Output

20
-
-
-

2x17
-
-
-

-
4x10
4x11

-

4x10
-
-
-

Gain Control (dB) 10 10 - 10

Noise (dB) 4 4 5 4

Output Level (dBuV)* 92 95 83 89

Automatic Line Power (UHF Input) No No
12V DC/

50mA
12V DC/

50mA

Mains Supply 230Vac,
±10%, 50Hz

DISTRIBUTION AMPLIFIERS
DOMESTIC DISTRIBUTION
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Part No. 334036 334043 334038 334044

Product 6+1 Way
6+1 Way
(1 Input)

8+1 Way
8+1 Way
(1 Input)

No. Inputs 2 1 2 1

No. Outputs 6+1 Full 6+1 Full 8+1 Full 8+1 Full

Input Frequency Range (MHz)
• Wideband
• VHF
• UHF

-
47-230

470-862

47-862
-
-

-
47-230
470-862

47-862
-
-

Output Frequency Range (MHz) 47-862 47-862 47-862 47-862

Typical Gain (dB)
• Wideband
• VHF
• UHF
• Full Output

-
6x10
6x11
1x18

6x13
-
-

1x23

-
8x10
8x11
1x18

8x13
-
-

1x23

Gain Control (dB) - 10 - 10

Noise (dB) 5 5 6 5

Output Level (dBuV)* 6x83
1x96

6x97
1x102

8x83
1x96

8x97
1x102

Automatic Line Power (UHF Input) 12V DC/
50mA

12V DC/
50mA

12V DC/
50mA

12V DC/
50mA

Mains Supply 230Vac,
±10%, 50Hz

DISTRIBUTION AMPLIFIERS
DOMESTIC DISTRIBUTION

Easy to
mount fixings
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QR 10 F
AERIALS

WINDLOAD(N)	 58

WEIGHT (KG) 	 1.00

SIZE (MM)	 1173X420

BENCHMARK	 Std 2

F CONNECTOR DIPOLE

PART NO.	 108180

GROUP	 A

ELEMENTS	 10

GAIN	 12 dBi

FRONT/BACK	 >21dB

BEAMWIDTH	 ±21°

QR10 AF

QR10 BF
WINDLOAD(N)	 58

WEIGHT (KG) 	 0.98

SIZE (MM)	 997X420

BENCHMARK	 Std 2

F CONNECTOR DIPOLE

PART NO.	 108181

GROUP	 B

ELEMENTS	 10

GAIN	 12 dBi

FRONT/BACK	 >21dB 

BEAMWIDTH	 ±21°

QR10 WF
WINDLOAD(N)	 58

WEIGHT (KG) 	 0.98

SIZE (MM)	 997X420

F CONNECTOR DIPOLE

PART NO.	 108183

GROUP	 W

ELEMENTS	 10

GAIN	 12 dBi

FRONT/BACK	 >21dB 

BEAMWIDTH	 ±21°

Standard 2
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BEAMWIDTH	 ±18° 

WEIGHT (KG) 	 1.25

SIZE (MM)	 1010X555

F CONNECTOR DIPOLE

PART NO.	 108155

GROUP	 W

ELEMENTS	 12

GAIN	 14 dBi

FRONT/BACK	 >20-26dB 

QR 12 WF
AERIALS

Scantainer			  60 x Individually bagged aerials
			  Part No. 108156 



80

BEAMWIDTH	 32°H 35°V 

WINDLOAD (N)	 60

WEIGHT (KG) 	 1.45

SIZE (MM)	 720X610

F CONNECTOR DIPOLE

PART NO.	 108157

GROUP	 W

ELEMENTS	 32

GAIN	 10-12 dBi

FRONT/BACK	 22dB 

HG 5
AERIALS

Standard 2

Scantainer			  75 x Individually bagged aerials
			  Part No. 108165  
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BEAMWIDTH	 32°H 35°V 

WINDLOAD (N)	 96

WEIGHT (KG) 	 1.63

SIZE (MM)	 1220X610

F CONNECTOR DIPOLE

PART NO.	 108158

GROUP	 W

ELEMENTS	 52

GAIN	 13-15 dBi

FRONT/BACK	 24 dB 

HG 10
AERIALS

Scantainer			  50 x Individually bagged aerials
			  Part No. 108166 
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GROUP A B C/D W
PART NO. 108020 108021 108022 108024
CH. 21-37 35-53 48-68 21-69

Part No. Model Product Description

167001 PO1U Single Outlet, Isolated 1 in / 1 out

167008 PO2U Double Outlet, Isolated 1 in / 2 out

167016 PO2U RSI Double (equal split) Outlet, Isolated 1 in / 2 out

167028 TV-Radio/Sat Double Outlet, semi-isolated, 1 in / 2 out

167014 PSO1 Single Outlet, non-isolated, 1 in / 1 out

167015 PSO2 Double Outlet, non-isolated, 2 in / 2 out

167033 FPSO1 Single, F Connector, outlet, non-isolated, 1 in / 1 out

167034 FPSO2
Double, F/IEC, VHF-UHF/Sat outlet, non-isolated,
1 in / 1 out

10 ELEMENT
CONTRACT AERIALS

UNSCREENED PO OUTLETS
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Frequency Guide

Frequency Bands

Channel 
UHF Digital Frequency Information

Low -167KHz Centre +1.67KHz High
21 470 473.833 474 474.167 478
22 478 481.833 482 482.167 486
23 486 489.833 490 490.167 494
24 494 497.833 498 498.167 502
25 502 505.833 506 506.167 510
26 510 513.833 514 514.167 518
27 518 521.833 522 522.167 526
28 526 529.833 530 530.167 534
29 534 537.833 538 538.167 542
30 542 545.833 546 546.167 550
31 550 553.833 554 554.167 558
32 558 561.833 562 562.167 566
33 566 569.833 570 570.167 574
34 574 577.833 578 578.167 582
35 582 585.833 586 586.167 590
36 590 593.833 594 594.167 598
37 598 601.833 602 602.167 606
38 606 609.833 610 610.167 614
39 614 617.833 618 618.167 622
40 622 625.833 626 626.167 630
41 630 633.833 634 634.167 638
42 638 641.833 642 642.167 646
43 646 649.833 650 650.167 654
44 654 657.833 658 658.167 662
45 662 665.833 666 666.167 670
46 670 673.833 674 674.167 678
47 678 681.833 682 682.167 686
48 686 689.833 690 690.167 694
49 694 697.833 698 698.167 702
50 702 705.833 706 706.167 710
51 710 713.833 714 714.167 718
52 718 721.833 722 722.167 726
53 726 729.833 730 730.167 734
54 734 737.833 738 738.167 742
55 742 745.833 746 746.167 750
56 750 753.833 754 754.167 758
57 758 761.833 762 762.167 766
58 766 769.833 770 770.167 774
59 774 777.833 778 778.167 782
60 782 785.833 786 786.167 790
61 790 793.833 794 794.167 798
62 798 801.833 802 802.167 806
63 806 809.833 810 810.167 814
64 814 817.833 818 818.167 822
65 822 825.833 826 826.167 830
66 830 833.833 834 834.167 838
67 838 841.833 842 842.167 846
68 846 849.833 850 850.167 854
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Frequency Chart

UK Transmitter Information

Anglia
Sandy Heath 21 24 27 48 51 52 200 WH
Sudbury 41 44 47 56 58 60 100 EH
Tacolneston 55 59 62 42 45 50 100 EH

Border

Caldbeck
25- 28- 30-

23- 26- 29-
100 
50

AH

Caldbeck Scotland
27- 24-

22- 100 
50

AH

Selkirk
62- 59- 55

57 53 60+
10 
5

C/DH

Central
Brierley Hill 60 57 53 62 59 55 2 C/DV
Bromsgrove 26 23 30 41 44 47 0.4 KV

Fenton
24 27 21

25 22 28
2 

0.4
AV

Lark Stoke 26 23 30 41 44 47 1.26. KV
Malvern 53 57 60 62 59 55 0.4 C/DV
Nottingham 27 24 21 51 52 48 0.4 WV

Oxford
53 60 57

62 59 55
100 
50

C/DH

Ridge Hill
28 25 22

21 24 27
20 
10

AH

Sutton Coldfield 43 46 50 42 45 49 200 BH

The Wrekin
26 23 30

41 44 47
20 
10

KH

Waltham
61 54 58

29 56 57
50 
25

WH

Granada

Lancaster 27- 24- 21+ 25+ 28+ 22+ 2 AV
Pendle Forest 28+ 25+ 22+ 27- 21+ 24- 0.1 AV
Saddleworth 45 49+ 42 51- 52+ 48- 0.4 BV
Storeton 28 25 22 23 26 29 0.56 AV
Winter Hill 62- 59 54- 58 61- 55 100 C/DH

London
Crystal Palace 23 26 30 22 25 28 200 AH
Guildford 43 46 49 48 52 56 2 EV
Hemel Hempstead 41 44 47 55 59 62 2 EV
Reigate 53 57 60 21 24 27 2 WV

Meridian

Bluebell Hill 43 46 54 45 48 61 20 EH

Dover
50 51 53

55 59 62
80 
40

C/DH

Hannington
42 45 51

41 44 47
50 
25

BHa

Hastings
22 25 28

23 26 30
1 

0.5
AV

Heathfield 47 49 52 42 44 41 20 BH

Midhurst
55 58 61

50 59 62
20 
10

C/DH

Rowridgebb

21 
 

21

24 
 

24

27 
 

27
22 
22

25 
25

28 
28

200 
50 

200

AH
AH
AV

Salisbury 53 57 60 55 59 62 2 C/DV
Tunbridge Wells 47 49 52 41 42 44 4 BV
Whitehawk Hill 53 57 60 48 51 56 4 C/DV

Site Name
(Region)

PSB 
Multiplexes

COM 
Multiplexes

ERP 
(kW)

Aerial
Group

PSB1                
BBC A

PSB 2   
D3 & D4

PSB3                
BBC B

COM 4               
SDN

COM 5            
ARQ A

COM 6            
ARQ B
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Frequency Chart

UK Transmitter Information

STV Central
Black Hill 46 43 50 41 44 47 100 BH

Craigkelly
27 24 21+

42 45 49
20 
10

WH

Darvel
22 25 28

23 26 29
20 
10

AH

Rosneathc 61 
61

58 
58

54 
54

53 
53

57 
57

60 
60

2 
0.008

C/DH
C/DV

Torosay 28 25 22 23 26 29 4 AV

STV North

Angus
53 57 60

54 58 61
20 
10

C/DH

Bressay 22 25 28 21 24 27 2 AV

Durris
22 25 28

23 26 29
100 
50

AH

Eitshal
23 26 29

22 25 28
20 
10

AH

Keelylang Hill
43 46 50

42 45 49
20 
10

BH

Knockmore
23 26 29

53 57 60
20 
10

WH

Rosemarkie
42 45 49

43 46 50
20 
10

BH

Rumster Forest
21 24 27

30 59 62
20 
10

WH

Tyne Tees

Bilsdale
23 26 29

43 46 50
100 
50

WH

Chatton
42 45 49

41 44 47
20 
10

BH

Fenham 21 24 27 22 25 28 0.4 AV

Pontop Pike
54 58 61

55 59 62
100 
50

C/DH

Ulster

Brougher Mountain
22 25 28

21 24 27
20 
2

AH

Divis
21 24 27

23 26 29
100 
50

AH

Limavady
55 59 62

54 58 61
20 
10

C/DH

Site Name
(Region)

PSB 
Multiplexes

COM 
Multiplexes

ERP 
(kW)

Aerial
Group

PSB1                
BBC A

PSB 2   
D3 & D4

PSB3                
BBC B

COM 4               
SDN

COM 5            
ARQ A

COM 6            
ARQ B
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Frequency Chart

UK Transmitter Information

Wales
Aberdare 24- 21+ 27- 25- 22- 28- 0.1 AV

Blaenplwyf
27 24 21+

25 22+ 28
40 
10

AH

Carmel
60 53 57

54 58 61
20 
10

C/DH

Ferryside
21+

30-
24 27 - - 0.025 

0.005
AV

Kilvey Hill 23 26 29 25 22 28 2 AV

Llanddona
57 60 53

43 46 50
20 
10

EH

Moel y Parc
45 49+ 42

51- 52+ 48-
20 
10

BH

Pontypool 23+ 26+ 29+ 25- 22- 28- 0.05 AV

Presely
43+ 46+ 50+

42- 45- 49-
20 
10

BH

Wenvoe
41+ 44 47

42+ 45 49
100 
50

BH

West
Bristol Ilchester 
Crescent

41 44 47
42 45 49

0.2 
0.1

BV

Bristol Kings 
Weston

43 50 46 53 57 60 0.2 EV

Mendip 61 54 58 48 52 56 100 C/DH
Ridge Hill West 29 20 AH

Westcountry

Beacon Hill
60+ 53+ 57+

42 45 51
20 
10

EH

Caradon Hill
28+ 25+ 22+

21+ 24- 27-
100 
50

AH

Huntshaw Cross
62- 59- 55-

48 52 56+
20 
10

C/DH

Plympton 54 61 58 42 45 56 0.4 EV

Redruth
44+ 41+ 47

48 52 51
20 
10

BH

Stockland Hill
26+ 23+ 29+

25- 22- 28-
50 
25

AH

Yorkshire

Belmont
22 25 28

30
53 60

150 
50 

100
WH

Chesterfield
23 26

29
43 46 50

0.8 
0.4

WV

Emley Moor 41 44 47 48 51 52 174 BH
Idle 21 24 27 42 45 49 0.05 WV
Keighley 54 58 61 53 57 60 2 C/DV

Olivers Mount
53 57 60

54 58 61
2 
1

C/DV

Sheffield 21 24 27 42 45 49 1 WV

Site Name
(Region)

PSB 
Multiplexes

COM 
Multiplexes

ERP 
(kW)

Aerial
Group

PSB1                
BBC A

PSB 2   
D3 & D4

PSB3                
BBC B

COM 4               
SDN

COM 5            
ARQ A

COM 6            
ARQ B
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PSB1/BBC A

Multiplex PSB1/BBC A listing

LCN Service Genre

1 BBC ONE General entertainment

1 BBC ONE NI General entertainment

1 BBC ONE Scot General entertainment

1 BBC ONE Wales General entertainment

2 BBC TWO General entertainment

2 BBC TWO NI General entertainment

2 BBC TWO Scot General entertainment

2 BBC TWO Wales General entertainment

7 BBC THREE General entertainment

9 BBC FOUR General entertainment

70 CBBC Channel Children

71 CBeebies Children

80 BBC NEWS News

81 BBC Parliament News

105 BBC Red Button Text services

301 301 Interactive

700 BBC Radio 1 Radio

701 1Xtra BBC Radio

702 BBC Radio 2 Radio

703 BBC Radio 3 Radio

704 BBC Radio 4 Radio

705 BBC R5 Live Radio

706 BBC 5L SportsX Radio

707 BBC 6 Music Radio

708 BBC 7 Radio

709 BBC Asian Net. Radio

710 BBC World Sv. Radio

719 BBC R Scotland Radio

719 BBC Radio Ulster Radio

719 BBC Radio Wales Radio

720 BBC R n Gaidheal Radio

720 BBC Radio Cymru Radio

720 BBC Radio Foyle Radio

PSB2/D3&4

Multiplex PSB2/D3&4 listing

LCN Service Genre

3 ITV1 General entertainment

3 ITV1 Wales General entertainment

3 stv General entertainment

3 UTV General entertainment

4 Channel 4 General entertainment

4 S4/C General entertainment

5 Five General entertainment

6 ITV 2 General entertainment

8 Channel 4 General entertainment

13 Channel 4+1 General entertainment

14 More Four General entertainment

28 E4 General entertainment

33 ITV2 +1 General entertainment

100 Teletext Text services

101 Ttext Holidays Text services

102 Rabbit Text services

106 DirectGov Text services

107 Gay Rabbit Text services

726 U105 Radio

728 Heart Radio

Channel Listing

Channel Listing by Multiplex
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PSB3/BBC B

Multiplex PSB3/BBC B listing

LCN Service Genre

87 Community News

302 302 Interactive

305 305 Interactive

COM4/SDN

Multiplex COM4/SDN listing

LCN Service Genre

8 TeleG General entertainment

10 ITV3 General entertainment

16 QVC General entertainment

17 G.O.L.D. General entertainment

20 Virgin1 General entertainment

23 bid tv General entertainment

26 Home General entertainment

28 E4 General entertainment

30 FIVER General entertainment

31 FIVE USA General entertainment

34 ESPN General entertainment

38 QUEST General entertainment

39 SuperCasino General entertainment

72 CITV Children

84 CNN News

86 S4/C2 News

88 Teachers’ TV News

93 Television X Adult

97 PARTYLAND Adult

101 Ttext Holidays Text services

103 TeletextCasino Text services

104 1-2-1 Dating Text services

109 MOBILIZER Text services

307 TOPUP Anytime1 Interactive

308 TOPUP Anytime2 Interactive

309 TOPUP Anytime3 Interactive

712 Smash Hits! Radio

COM5/ARQ A

Multiplex COM5/ARQ A listing

LCN Service Genre

11 SKY THREE General entertainment

19 Dave General entertainment

29 E4+1 General entertainment

37 price-drop tv General entertainment

82 Sky News News

83 Sky Spts News News

95 smile TV3 Adult

108 SkyText Text services

306 TROVE Interactive

723 talkSPORT Radio

725 Premier Radio Radio

727 Absolute Radio Radio

Channel Listing

Channel Listing by Multiplex
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COM6/ARQ B

Multiplex COM6/ARQ B listing

LCN Service Genre

12 Yesterday General entertainment

15 Film4 General entertainment

18 4Music General entertainment

21 TMF General entertainment

22 Ideal World General entertainment

24 ITV4 General entertainment

25 Dave ja vu General entertainment

27 ITV2 +1 General entertainment

32 Big Deal General entertainment

35 Virgin1+1 General entertainment

36 Create & Craft General entertainment

40 Rocks & co General entertainment

45 Lottery Xtra General entertainment

85 Russia Today News

89 News News

94 smile TV2 Adult

96 Babestation Adult

300 4TVinteractive Interactive

310 TOPUP Anytime4 Interactive

711 The Hits Radio Radio

713 Kiss Radio

714 heat Radio

715 Magic Radio

716 Q Radio

718 SMOOTH RADIO Radio

722 Kerrang! Radio

Channel Listing

Channel Listing by Multiplex

Main Stations

Transmitter County RTE1 RTE2 TV3 TG4 Aerial ERP (kW)

Cairn Hill Longford 40 43 46 50
UHF B 

(h)
800

Clermont 
Cairn

Louth 52 56 66 68
UHF C/D 

(v)
250

Holywell Hill Donegal 23 26 29 33
UHF A 

(h)
20

Kippure Wicklow E H 62 59
BIII + 
UHF

C/D (h)
160/600

Maghera Clare E H 66 68
BIII (v) + 

UHF
C/D (h)

200/460

Mt Leinster Wexford F I 26 23
BIII (v) 
+ UHF 
A (h)

230/480

Mullaghanish Kerry D G 27 31
BIII (v) 
+ UHF 
A (h)

220/375

Spur Hill Cork 53 57 60 63
UHF

C/D (h)
10

Three Rock Dublin 29 33 35 55
UHF
W (h)

25

Truskmore Sligo I G 60 63
BIII + 
UHF

C/D (h)
280/500

Ireland Transmitter Information

Channel listing correct at the time of print
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Information

Useful Addresses

Confederation of Aerial Industries Ltd.
Communication House, 41a Market Street,
Watford, Herts, WD18 0PN
T: 01923 803 030
F: 01923 803 203
Email: office@cai.org.uk
www.cai.org.uk

Digital Television Group
7 Old Lodge Place, St. Margaret’s,
Twickenham, TW1 1RQ
T: 0208 891 1830
F: 0208 911 1999
www.dtg.co.uk

Freeview
DTV Services Ltd, Broadcast Centre (BC3 D5)
201 Wood Lane, London, W12 7TP
T: 08708 80 99 80
www.freeview.co.uk

Freesat
PO BOX 6296
London W1A 3FF
T: 0845 3130052
www.freesat.co.uk

British Sky Broadcasting Ltd.
Grant Way, Isleworth, Middlesex,
TW7 5QD
T: 0207 705 3000
www.sky.com

BBC Reception Advice
Television Centre, Wood Lane,
London, W12 7RJ
T: 08700 100 123
www.bbc.co.uk/reception

The Digital Television Project
(Information on digital reception issues)
www.digitaltelevision.gov.uk

Digital UK
www.digitaluk.co.uk
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Triax Training Academy

Easy Install with Triax

The Triax Training Academy is a purpose built facility 
to enable installers and distributors learn the practical 
features and benefits of using Triax equipment in a 
professional, friendly and relaxed environment.

Practical demonstrations and ‘hands on’ training 
aim to give installers confidence to meet the daily 
demands of domestic and system installations.

FREE courses for Domestic, SMATV and IRS 
systems (using the range of Triax equipment) will run 
periodically throughout the year.

In the first instance, please register your interest with 
your local Triax distributor and ask them to pass your 
details to the team at sales@triax.co.uk

We will contact you when the next relevant course is 
due to be run.

We look forward to meeting you.
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Triax Design On-Line

System Design Software

Triax Design On-Line is our industry leading, web 
based system design software. The software has 
been designed for maximum flexibility and ease of 
use to efficiently create professional system designs.

 With ‘Design On-Line’ you can generate:

•	 A detailed schematic diagram using a library of 	
	 ‘drag and drop’ Triax products 

•	 Calculation of key system signal levels  

•	 An indication of signal levels using a simple 	
	 ‘traffic light’ system

•	 Automatically generate a Bill of Materials and 	
	 Quotation based on the schematic diagram 

•	 Allows you to customise the quotation to meet 	
	 individual requirements 

•	 Generate and print the schematic diagram and 
	 Bill of Materials in ‘PDF’ format   

•	 Store your designs and easily access your 	
	 quotations as required

	 Save time - Design On-Line

www.triaxdesignonline.co.uk

For further updates visit:



Information

Digital Switchover Rollout Plan

TV Region	     Date

Border	 2008/09
West Country	 2009
Wales	 2009/10
Granada	 2009
West	 2010/11
Grampian	 2010
Channel Islands	 2010
STV North	 2010

TV Region	     Date

STV Central	 2010/11
Central	 2011
Yorkshire	 2011
Anglia	 2011
Meridian	 2012
Tyne Tees	 2012
Ulster	 2012
London	 2012
Ireland	 2012
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Triax UK Ltd
Abergorki Industrial Estate

Treorchy, Rhondda Cynon Taff.
South Wales CF42 6DL

Tel: 0845 601 0578 | Fax: 0845 601 1023
sales@triax.co.uk
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