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FLEXO® STAINLESS  XC

   Virtually Indestructible 
304 Stainless Steel

   Will Not Discolor Or Rust

   Resists Abrasion, Chemicals 
And UV

   Easy To Install

   Cuts With Shears Or Serrated 
Scissors

   Halogen Free

304 Stainless Steel
Material

SSL
Grade

.005” - .010”
Wire Thickness

TF001SS-WD
Drawing Number

www.techflex.com
Braided Sleeving Products

Colors Available:
Silver (SV)

Braided Stainless Steel XC sleeving is used 
in applications where constant movement 
and high temperatures require a flexible, 
indestructible covering.

Shears
Cut Cleanly

Nominal 
Size

Part 
#

Expansion Range Wall
Thickness

Wire
Thickness

Bulk 
Spool

Shop
Spool

Available 
Colors

Lbs/
100’

Min Max
1/4” SSL0.25SV 3/16” 13/32” .013” .005” 250’ 100’ Silver 2.20
3/8” SSL0.38SV 1/4” 5/8” .013” .005” 250’ 100’ Silver 2.54
1/2” SSL0.50SV 3/8” 3/4” .013” .005” 100’ 50’ Silver 3.15
3/4” SSL0.75SV 1/2” 1 1/4” .013” .005” 100’ 50’ Silver 6.90
1” SSL1.00SV 5/8” 1 5/16” .025” .010” 100’ 50’ Silver 9.78

1 1/4” SSL1.25SV 3/4” 1 3/4” .025” .010” 100’ 50’ Silver 13.70
1 1/2” SSL1.50SV 1” 2 1/8” .025” .010” 100’ 50’ Silver 16.60

Put-Ups

Braided Stainless Steel XC, Tight Weave for 
Extra Coverage

 

 

 

 

 

Nominal 
Size

Part 
#

AWG 
of Ends

Carriers Wires/
Carrier

Total
Ends

1/4” SSL0.25 36 24 13 312
3/8” SSL0.38 36 48 7 336
1/2” SSL0.50 36 48 11 528
3/4” SSL0.75 36 48 15 720
1” SSL1.00 30 48 7 336

1 1/4” SSL1.25 30 48 10 480
1 1/2” SSL1.50 30 48 12 576
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Melt Point
ASTM D-2117

2,650°F (1,454°C)

 1=No Effect 4=More Affected
 2=Little Effect 5=Severely Affected
 3=Affected

Aromatic Solvents ________________1
Aliphatic Solvents ________________1
Chlorinated Solvents ______________1
Weak Bases ____________________1
Salts __________________________2
Strong Bases____________________2
Salt Water 0-S-1926 _______________2
Hydraulic Fluid MIL-H-5606 _________1
Lube Oil MIL-L-7808 _______________1
De-Icing Fluid MIL-A-8243 __________1
Strong Acids ____________________2
Strong Oxidants _________________2
Esters/Keytones _________________1
UV Light _______________________1
Petroleum ______________________1
Fungus ASTM G-21 ________________1
Halogen Free _________________ Yes
RoHS _______________________ Yes
SVHC __________________________

Rating ________Non Flammable

Wire Thickness_____________.005-.010 
   ASTM D-204

Flammability Rating____Non Flammable 
Recommended Cutting_________Shears
Colors__________________________1
Wall Thickness_____________.013-.025
Tensile Strength (Yarn)______________ 
   ASTM D-2256 Lbs

Abrasion_____________________High
Specific Gravity ASTM D-792________NA
Moisture Absorption______________NA 
   % ASTM D-570

Hard Vacuum Data ASTM E-595 at 10-5 torr

TML__________________________.00
CVCM_________________________.00
WVR__________________________.00
Smoke D-Max ____________________ 
   ASTM E-662

Outgassing________________Very Low
Oxygen Index_____________________ 
   ASTM D-2863
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